
Beechwood Ave. at 21st St.
Existing Conditions

Existing 
100 YR

Elevation = 625.7 ft 

Lowest Roadway
Elevation = 622.7 ft

Existing 
25 YR

Elevation = 624.9 ft 

Existing 
10 YR

Elevation = 624.4 ft 



Existing
100 YR 

Elevation = 625.7 ft 

Alternative (1) 
100 YR

Elevation = 625.3 ft 

Lowest Roadway
Elevation = 622.7 ft

Alternative (1) 
25 YR

Elevation = 624.4 ft 

Alternative (1) 
10 YR

Elevation = 622.8 ft 

Beechwood Ave. at 21st St.



Beechwood Ave. at 21st St.
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Wilshire Drive West
Existing Conditions

Existing 
100 YR

Elevation = 623.3 ft 

Lowest Roadway
Elevation = 620.9 ft

Existing 
25 YR

Elevation = 622.9 ft 

Existing 
10 YR

Elevation = 622.6 ft 



Existing
100 YR 

Elevation = 623.3 ft 

Alternative (1) 
100 YR

Elevation = 623.2 ft 

Lowest Roadway
Elevation = 620.9 ft

Alternative (1) 
25 YR

Elevation = 622.5 ft 

Wilshire Drive West

Alternative (1) 
10 YR

Elevation = 620.9 ft 



Wilshire Drive West
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Kilpatrick Avenue
Existing Conditions

Existing 
100 YR

Elevation = 622.2 ft 

Lowest Roadway
Elevation = 619.8 ft

Existing 
25 YR

Elevation = 621.7 ft 

Existing 
10 YR

Elevation = 621.4 ft 



Existing
100 YR 

Elevation = 622.2 ft 

Alternative (1) 
100 YR

Elevation = 622.0 ft 

Lowest Roadway
Elevation = 619.8 ft

Alternative (1) 
25 YR

Elevation = 621.2 ft 

Kilpatrick Avenue

Alternative (1) 
10 YR

Elevation = 619.9 ft 



Kilpatrick Avenue
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