
 
 

1200 Wilmette Avenue 
Wilmette, IL  60091 

 

IF YOU ARE A PERSON WITH A DISABILITY AND NEED SPECIAL ACCOMMODATIONS TO PARTICIPATE 
 IN AND/OR ATTEND A VILLAGE OF WILMETTE PUBLIC MEETING, PLEASE NOTIFY THE VILLAGE  

MANAGER’S OFFICE AT (847) 853-7509 OR TDD  (847) 853-7634 AS SOON AS POSSIBLE. 

 
COMMUNITY DEVELOPMENT (847) 853-7550 
DEPARTMENT Fax (847) 853-7701 

 TDD (847) 853-7634 
NOTICE OF MEETING 

of the  
APPEARANCE REVIEW COMMISSION 

OF THE VILLAGE OF WILMETTE 
 

Wednesday, February 23, 2022 at 7:00 P.M. 
Training Room 

 
 
AGENDA 
I. Call to Order 
II. Approval of Minutes 

• Minutes of the Appearance Review Commission of February 7, 2022 
III. Cases 

• 2022-AR-05, 3200-3232 Lake Avenue, Edens Plaza BB Owner LLC and 
Edens Plaza SC Owner LLC, 3200-3232 Lake Avenue, Certificate & Sign 
Variation 

IV. Public Comment 
V. New Business 
VI. Adjournment 

Charles Smith, Chairman 



 
 

V I L L A G E   O F   W I L M E T T E 
1200 Wilmette Avenue 

WILMETTE, ILLINOIS 60091-0040 
 

MEETING MINUTES  
 

APPEARANCE REVIEW COMMISSION 
 

MONDAY, FEBRUARY 7, 2022 
7:00 P.M. 

SECOND FLOOR TRAINING ROOM 
 
 
Members Present: Nada Andric  

Richard Brill 
Devan Castellano  
Mason Miller  
Jeffery Saad (departed 7:30 pm in advance of Case 2022-AR-05) 
Charles Smith 
 

Members Absent:  Doug Johnson 
 
Guests: Madeline Madden, Wayfair 

Jeff Curley, WS Development 
Molly Gasperi, WS Development 
Luigi Franceschina, Gensler 
Lucy Prather, Elrod Friedman 
David Silverman, Ancel Glink 
Kristin Hildreth, 3232 Lake Avenue 

 
Staff Present:  Lucas Sivertsen, Business Development Coordinator 
 
I. CALL TO ORDER 

 
Chair Smith called the meeting to order at 7:00 p.m. 

 
II. APPROVAL OF MINUTES 

 
Mr. Sivertsen said Commissioner Andric has some changes that were presented to the 
Commission. 
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Chair Smith suggested two corrections to the minutes. 
 
Commissioner Brill moved to approve the January 24, 2022 Appearance Review 
Commission minutes as amended.  The motion was seconded by Ms. Castellano.  Voting 
Yes: Andric, Brill, Castellano, Miller, and Smith. Voting No: none.  Abstain: Saad.  The 
motion carried. 

 
III. CONSENT AGENDA 

 
Commissioner Miller moved to approve the consent agenda including Case 2022-AR-04, 
807 Ridge Road, Awning and Window Sign; and Case 2022-AR-07, 116 Skokie 
Boulevard, Cycle Bar, Wall Sign.  The motion was seconded by Commissioner Brill.  
Voting Yes: Andric, Brill, Castellano, Miller, Saad, and Smith.  Voting No: none.  The 
motion carried. 

 
IV. CASES 

  
2022-AR-01 1900 Wilmette Condominium Association  
1900 Wilmette Avenue Appearance Review Certificate 
 
Mr. Sivertsen introduced Case 2022-AR-01, 1900 Wilmette Avenue, requesting an 
Appearance Review Certificate to repair and modify an existing screen wall. 
 
Ms. Patricia Henriquez introduced herself as the property manager.  She said she submitted 
their permit to repair the wall and discovered she would need to have the proposal reviewed 
and approved by the Appearance Review Commission.  The contractor’s proposal showed 
replacement bricks that were a close match to the existing but not exact.  The existing brick 
wall has multiple variations in color.  The wall along Ridge Road is different than the brick 
pattern on Wilmette Avenue. 
 
Chair Smith said it appeared the contractor provided a range of bricks in an attempt to match 
the existing bricks. 
 
Commissioner Andric asked why they were not matching the existing brick. 
 
Ms. Henriquez said it was their goal to match, however, the proposed bricks were the closest 
match the contractor could find. 
 
Mr. Sivertsen explained there have been multiple incidents of cars crashing into the wall.  
There are visible distinctions in the brick where the brick had been replaced.  Some of the 
repairs were better than others.  The current proposal does a better job at matching the 
existing brick than the previous repairs, however, it is not an exact match. 
 
Commissioner Saad said the bricks appear to be a better match in one of the photo examples 
showing the existing next to the proposed.  It was hard to determine exactly how close the 
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match is without seeing in person.  The photo can make the colors look different depending 
on the lighting. 
 
Commissioner Miller said he thinks this is going to keep happening and suggested they come 
up with a different solution.  The bricks they choose this time, might not be available the 
next time this happens.  He suggested maybe painting the wall.  It’s a very visible wall.  He 
can’t get behind the patchwork of different brick colors. 
 
Chair Smith said to fix the wall now, they need a brick.  The wall looks to have served its 
purpose and it took the impact of the vehicle.  He’s not sure if they should hold up the repair 
to wait for a solution to the bigger picture.  They can possibly include a recommendation in 
the approval. 
 
Ms. Henriquez said she was not aware of any longer-term solution that condominium board 
was considering. 
 
Commissioner Castellano said they could consider purchasing additional brick so if there is 
a need to repair brick in the future they would have a match.  It’s very difficult to match 
bricks and she thinks they did a good job to come close. 
 
Commissioner Miller asked if painting the brick was an option. 
 
Ms. Henriquez said she wasn’t sure if that would be a solution for the board because the idea 
is for the brick to relate to the brick of the building.  She said they were going to use as much 
of the existing brick they could salvage. 
 
Chair Smith said the commission would encourage them to come up with a long-term 
solution to the mismatched bricks.  That being said he doesn’t want for that to hold up their 
repair under current consideration. 
 
Commissioner Miller said he would accept a longer them solution including rebuilding the 
entire wall. 
 
Commissioner Saad moved to approved Case 2022-AR-01, 1900 Wilmette Avenue, 
requesting an Appearance Review Certificate to repair and modify an existing screen wall.  
Voting yes: Andric, Brill, Castellano, Saad, Smith.  Voting no: Miller.  The motion carried. 
 
2022-AR-05 Edens Plaza BB Owner LLC and Edens Plaza SC Owner LLC  
3200-3232 Lake Avenue Appearance Review Certificate and Sign Variation 
 
Mr. Sivertsen introduced Case 2022-AR-05, 3200-3232 Lake Avenue, Edens Plaza BB 
Owner LLC and Edens Plaza SC Owner LLC, requesting an Appearance Review Certificate 
to demolish portions of the east side of the building, install new cladding on all sides, 
construct a clerestory, install canopies, and modify landscaping and hardscaping around the 
exterior of the building, and sign variations including variations to install more than one wall 
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sign per exterior wall, a variation to install a sign on a canopy, and a wall sign coverage 
variation. 
 
Chair Smith added due to the condensed nature of this review that had scheduled another 
meeting to review the proposal on February 23, 2022.  The commission would be using this 
meeting to advise the applicant but would not be prepared to vote on the proposal until the 
February 23 meeting. 
 
Mr. Sivertsen said the case has been noticed and the commission would be able to vote on 
the request if they wished, however, given the amount of new information presented the case 
would likely need to be continued to the February 23, 2021 meeting. 
 
Ms. Prather introduced herself as counsel for the subject case.  She said the subject proposal 
is very important to for the entitlements of the revitalization to Edens Plaza.  WS 
Development is under contract to purchase the entire development from the current owner.  
At the same time WS has entered into a lease with Wayfair to take over the entire building 
previously occupied by Carson Pirie Scott.  She discussed their appearance before the Village 
Board and Zoning Board of Appeals and preliminary review before the Appearance Review 
Commission.  They received a positive recommendation from the Zoning Board of Appeals 
on their variation requests.  They are very grateful for the Commission’s ability to schedule 
two special meetings to discuss their proposal.  Their plan is to appear before the Village 
Board no later than March 8 to receive a final vote on their approvals.  They are seeking four 
sign variations.  They are seeking approval to allow two signs each on the north and east 
elevation of the building.  They are seeking approval for one of the signs on the east elevation 
to be a sign installed above the canopy rather than below the canopy.  Finally, the are seeking 
a sign variation to display a sign on the north elevation that exceeds the coverage allowed.  
She noted the size of the proposed signs are smaller that what was previously on the building.  
She said the need for the variations were because of unique conditions of the building 
including the location, long history as the fulcrum of the shopping center and the fact that it 
is the largest retail box in Wilmette.  Additionally, they are seeking an Appearance Review 
Certificate.  They have worked to respond to the feedback provided by the Commission at 
their previous meeting.  The design breaks up the box, is tastefully designed and uses quality 
materials.  She introduced Madeline Madden with Wayfair to present the design components 
of the building. 
 
Chair Smith inquired about Ms. Prather’s statement that the Zoning Board of Appeals granted 
approval. 
 
Ms. Prather stated the Zoning Board of Appeals voted to recommend granting a floor area 
ratio variation and a height variation to permit the proposed clerestory. 
 
Mr. Sivertsen added, the existing floor area ratio in the PCD-1 District was written to allow 
the originally approved building.  Therefore, any addition would require a variation to this 
requirement.  The need for the variation is due to the expanded floor area created by the 
cladding and canopies and not necessarily usable interior floor area. 
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Ms. Madden said the plans in her presentation will show amended drawings from what had 
been shown at the January 24 meeting.  The showed the existing building and mentioned the 
proposed signage for Wayfair is shorter in height and length from the previous signage for 
Carson Pirie Scott.  She reviewed the site plan and showed the promenade proposed in the 
parking lot to the north intended to connect pedestrian access to the front entrance.  The 
existing entrance on the north side of the building will be removed in favor of a single 
entrance on the front.  The changes to the loading dock in the rear will necessitate a change 
in truck traffic through the rear lot and will result in the loss of about 20 parking space in the 
back adjacent to the expressway right of way.  She reviewed the proposed plans identifying 
changes from the existing building. 
 
Mr. Sivertsen asked for confirmation that the new roof top units would be replacing the 
existing in the same location. 
 
Mr. Madden said that was correct. 
 
Mr. Franceschina presented the details of the exterior architectural design components and 
materials.  The main exterior material would be terracotta with a glazed porcelain finish, 
cement plaster, tower element with custom three-dimensional artwork, new glazing, brick 
cladding stained to match the rest of the center once a stain is selected.  He said the sample 
board was representative of the color and texture, but they are still working on procuring the 
purple terracotta finish.  The terracotta panels will be textured to allow for light and shadow 
to be created to provide some variation.  The size of the panels will also vary in width from 
six inches to two feet.  The intent for the cement plaster is to be as seamless as possible to 
avoid any horizontal joints.  Some vertical joints would be necessary to allow for shrinkage.  
He showed the elevation plans, and blow-up detail of select elevations.  As part of the 
glazing, they are investigating bird frit.  The mechanical screen on the roof will match the 
height of the mechanical equipment.  The existing equipment is not screened so this will be 
in addition to what is currently on the roof. 
 
Ms. Madden said they intend to refresh the existing greenery around the building 
incorporating native plants. 
 
Mr. Franceschina said the lighting plan is intended to highlight the building as well as 
improve the customer experience.  The focus of the lighting will be centered around the 
entrances and exists with some lighting to wash the walls, highlight landscaping and task 
lighting to provide safe pedestrian travel. 
 
Ms. Madden presented some of the graphics in the appendix of the submittal packet.  She 
noted they had reduced the amount of purple by about 20% from what had previously been 
presented to the commission during their preliminary review.  The night view renderings 
show the areas where they intend to have lighting, however, they will be preparing a more 
detailed drawing to provide a more accurate representation of the intensity of the lighting. 
 
Commissioner Miller said the architecture is great.  He likes what they did with the massing 
and materials.  It’s a very thoughtful design.  What a lot of people see is the purple.  He was 



   Draft 02/23/2022 
 

 6 

trying to think of what other entities have purple for their color.  He knows of Yahoo and 
Northwestern University.  In looking at Northwestern’s campus the purple you see is very 
subtle, of course they are not a retail user.  Yahoo’s corporate campus does not have much 
purple either.  In order to understand what is acceptable one would need to consider the area 
in which the design is located.  The Village of Wilmette doesn’t have a very well-defined 
architectural persona.  The color purple to him has a kind of highway architecture feel.  It 
reminds him of something like an Ikea.  For him, the design is really great, but less purple 
would be a good thing.  It would help to fit the design into the plaza and the Village.  The 
amount of purple seems like a foreign object. 
 
Commissioner Brill thanked the applicant for the additional detail.  The abundance of 
additional landscaping is well received.  When someone thinks of Wilmette they don’t think 
purple.  The streetscape, the character of the commercial districts, the amount of residential.  
They did a great job at white washing the brick.  When you look at the eight northshore 
suburbs he can’t think of five and a half massive purple walls dominating the view.  He thinks 
the white wash with grey cement plaster on the east side of the north elevation is tasteful.  
That says Wilmette to him.  He thinks using purple in the signage is more appropriate.  He 
is in favor of everything except for the amount of purple. 
 
Ms. Madden said she would like to address the purple as she imagines there will be more 
comments related to that topic.  Purple is Wayfair’s predominant branding color.  As a retailer 
the location of the property in relation to the Edens Expressway is important.  Focusing the 
image along Edens as well as pulling back the purple facing the residential were things they 
worked on. 
 
Commissioner Andric asked Mr. Sivertsen if the commission’s charge was to look at only 
the building, or was the entire complex up for discussion. 
 
Mr. Sivertsen said the proposal before them tonight was for the building formerly occupied 
by Carson Pirie Scott, the three storefronts proposed to be demolished and site work 
surrounding he building including a proposed pedestrian walkway and modified parking lot 
landscaping to the north of the existing building.  The rest of the shopping center is not 
necessarily included in the current request, except to the extent that the proposal might 
impact the rest of the shopping center. 
 
Commissioner Andric said she was wanting to pick-up on the previous meeting’s discussion 
on the shopping center parking lot and how the transformation ties back to the rest of the 
shopping center.  The complex represents the western gateway into Wilmette.  The parking 
lot is dated and needs to be upgraded.  She asked how this project can inspire improvements 
to the rest of the center and parking lot. Secondly, she wanted to thank the applicants for their 
proposal.  She doesn’t have an issue with the purple.  She asked Ms. Madden about the color 
purple as Wayfair’s brand color. 
 
Ms. Madden confirmed purple was Wayfair corporate’s color.  She is responsible for their 
global real estate including offices.  Using less color on the building is more typical for 
offices and warehouses.  It’s used more as an accent in these cases.  In this instance the color 



   Draft 02/23/2022 
 

 7 

purple is used to signify the building as a retail use and not an office or typical warehouse 
style big box you might see along the highway.  The intent is the be tasteful and thoughtful. 
 
Commissioner Andric thinks the building is more neutral and the different parts and colors 
pull together very well.  Going back to her other point she wanted to know what could be 
done to the east parking lot since that is even more part of the gateway into Wilmette.  Some 
signature lighting could be part of that improvement.  Regarding the materials on the 
building, she would like to know more about how they work together.  How will they age 
depending on their durability?  She isn’t necessarily in favor of the promenade.  Especially 
because it doesn’t seem to lead to anywhere.  She wondered if that same effort could be made 
to other parts of the complex.  It would be important to have more of an amenity. 
 
Commissioner Castellano thanked them for adding all the landscaping to the east of the 
entrance.  Having the turf in the front is a nice relief from the sea of parking in front.  She 
thinks there is an opportunity to add some landscaping on the wall of the adjacent tenant wall 
being exposed with the demolition of storefront.  In looking at the rendering the sidewalk to 
the north looks comfortable, however, in looking at the site plan it is dimensioned at five 
feet, which is tight.  She wonders is something can be done with the landscaping to increase 
the width of the walk. 
 
Ms. Madden said the five feet is the existing condition, but they can take a look at reducing 
some of the landscaping to make for a more comfortable walk.  She wondered what would 
be a more comfortable width. 
 
Commissioner Castellano said they should just think about that area a little more given the 
desire to connect to the north parking lot.  Given the concerns with the color purple it would 
be helpful to bring a sample of the material to better explain their case.  It would also be 
helpful to get a sample of the backlit wall.  Sometimes manufacturers will provide a mockup 
or lightbox. 
 
Mr. Franceschina said the terracotta tiles will have variation in tone, but will stay close to 
the purple color.  It is difficult to render the true tonality and variation in the tiles. 
 
Chair Smith thanks the applicant for their considerations in moving the design further.  He 
asked if the 20 parking spaces proposed to be removed were predominantly used for staff 
parking.  He couldn’t imagine customers would have been using that parking. 
 
Mr. Sivertsen said he didn’t think the parking had historically been used at all. 
 
Chair Smith said everyone has an opinion on the use and amount of purple proposed.  He 
said it doesn’t necessarily concern him, except the actual color and material has not yet been 
produced.  There appear to be three separate materials finished in purple.  There is the 
terracotta, a purple paint and a purple metal.  Success to him is how those variations of purple 
harmonize.  The applicant said they are studying the use of bird glass.  For him, the use of 
glass is non-negotiable.  It will need to be used in the project. 
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Mr. Franceschina said it was their intent to use bird glass, but they were still trying to 
determine which frit would be used. 
 
Chair Smith said their mention of introducing a white washed brick was a surprise to him, 
considering they have an ensemble of materials already.  He is concerned they will have a 
nicely composed design and then add another material. 
 
Mr. Franceschina said the use of the stained brick was an attempt to address a comment of 
the design not relating back to the rest of the building.  The use of stained brick will be 
minimal. 
 
Ms. Madden said the brick will already been a part of the design in a way because it will be 
on the wall adjacent to the Wayfair storefront once the existing storefront is removed. 
 
Chair Smith said he understood their design intent and it doesn’t sound like it will be used in 
a high-profile location.  He likes the look of the trellis, but doesn’t think it will work exactly 
how it is shown in the rendering.  It will be important for the landscape architect to study.  
He asked how the art wall on the north elevation impacts the signage on that wall and if it is 
the cause of the coverage variation. 
 
Mr. Sivertsen said the artwork reduces the signable area of the wall.  If the entire wall could 
be considered the signable area a sign coverage variation would not be required. 
 
Chair Smith asked for further clarification on the lighting of that wall. 
 
Mr. Franceschina said they were proposing an up-light washing that wall. 
 
Chair Smith said there was a restaurant that came before the commission a couple of years 
ago.  It’s now one of the most successful restaurants in downtown.  The commission 
encouraged them to rethink the amount of different lighting proposed.  They stepped back 
the number of different fixtures so they could have better coordination.  The result of that 
revision has really helped the design of the façade.  It will be important for the applicant in 
this case to really look at how all the lighting colors, intensities work together.  Especially 
when they are considering lighting entire portions of the façade. 
 
Mr. Franceschina said the thought the lighting was a pretty well curated.  He thinks they can 
do a better job explaining how they all work together. 
 
Chair Smith said the light wall looks to be pretty subtle in the rendering, but depending on 
how it works in reality, it would be the focal piece of the entire building. 
 
Mr. Franceschina said it was the intent to be a subtle amount of light. 
 
Chair Smith said it was important for the proposed landscaping to reinforce the existing as 
much as possible so that the trash and loading area is screened from people taking the 
northbound exit ramp towards westbound Lake Avenue.  Due to the anticipated number of 
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customers expected to visit this store he thinks the crosswalks need to be studied.  He wanted 
to reiterate the desire of the commission to have Wayfair reduce the amount of purple as 
much as they can given the departure of the design from the rest of the center and the lasting 
impact the design will have on the Village. 
 
Commissioner Castellano asked about the lighting proposed above the entrance and if it 
would change in color on a seasonal basis. 
 
Ms. Madden said she did not anticipate the color changing.  They have historically not mixed 
the purple and white with other colors. 
 
Chair Smith asked if there were any members of the public who wished to speak. 
 
Ms. Kristin Hildreth who owns the Birkenstock store at Edens Plaza said she was initially 
concerned with the look of a Wayfair Flagship store, but after viewing the plans she thinks 
it looks great.  The design is bright and cheerful.  She was prepared to dislike the purple, but 
she thinks it is really great.  She doesn’t know if she would want to remove any additional 
purple from the design.  It does a good job of breaking up the wall.  The purple and gray 
together look rather elegant.  Her main concern is traffic and safety.  On the north side she 
likes the idea of the promenade, but unfortunately it dead-ends once it gets to the building.  
She is looking forward to better lighting and a gathering space.  Something to draw people 
to the north would be great. 
 
Chair Smith reiterated the need for additional material samples.  He asked for a motion to 
continue the case. 
 
Commissioner Andric asked if they would be viewing any additional plans for the rest of the 
shopping center at the next meeting. 
 
Ms. Prather said their focus is on the approvals for the Wayfair store.  She said if there were 
further plans to improve other parts of the center, that they would come back before the 
commission to present those items, however, their focus as this time was the Wayfair store 
and surrounding area. 
 
Commissioner Brill moved to continue Case 2022-AR-05, 3200-3232 Lake Avenue, Wayfair 
to the Wednesday, February 23 Appearance Review Commission meeting.  The motion was 
seconded by Commissioner Castellano.  Voting yes: Andric, Brill, Castellano, Miller, Smith.  
Voting no: none.  The motion carried. 

 
V. PUBLIC COMMENT 
 

There was no additional public comment. 
 

VI. NEW BUSINESS 
 

There was no new business. 
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VII. ADJOURNMENT 

 
At 9:05 p.m., Commissioner Miller moved to adjourn the meeting.  The motion was seconded 
by Commissioner Brill.  Voting yes: Andric, Brill, Castellano, Miller, Smith.  Voting no: 
none.  The motion carried. 
 



Report to the Appearance Review Commission 
from the  

Department of Community Development 
 
Case Number: 2022-AR-05 
 
Property: 3200-3232 Lake Avenue 
 
Zoning District: PCD-1, Planned Commercial Development (Edens Plaza) 
 
Petitioner: Edens Plaza BB Owner LLC and Edens Plaza SC Owner LLC 
 
Request: The petitioner requests an Appearance Review Certificate to 

demolish portions of the east side of the building, install new 
cladding on all sides, construct a clerestory, install canopies, and 
modify landscaping and hardscaping around the exterior of the 
building, and sign variations including variations to install more 
than one wall sign per exterior wall, a variation to install a sign on 
a canopy, and a wall sign coverage variation. 

 
Applicable Provisions of 5.5, Sign Variation 
Ordinances: 5.7, Appearance Review Certificate 
 Appendix B.2.A, Sign Allowance 100,000 sq ft or more 
 
Meeting Date:    February 7, 2022 
     February 23, 2022 
 
Date of Application: January 14, 2022 
 
Notices: Legal Notice published in Wilmette Life, January 20, 2022 

Certificate of Posting dated, January 21, 2022 
Personal Notice Affidavit, January 18, 2022 

 
Report Prepared By: Lucas Sivertsen, AICP 
 Business Development Coordinator 
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Description of the Property 
The subject property is located on northwest corner of Lake Avenue and Skokie Boulevard in the PCD-1, 
Planned Commercial Development District.  Surrounding uses include single-family homes to the north and 
east across the Edens Expressway off-ramp;  a mix of single-family homes, institutional uses, office building 
and garden center to the east across Skokie Boulevard; a shopping center to the south across Lake Avenue; 
and a private high school to the west across the Edens Expressway. 
 
Description of Request 
The petitioner requests an Appearance Review Certificate to demolish portions of the east side of the 
building, install new cladding on all sides, construct a clerestory, install canopies, and modify 
landscaping and hardscaping around the exterior of the building, and sign variations including variations 
to install more than one wall sign per exterior wall, a variation to install a sign on a canopy, and a wall 
sign coverage variation. 
 
The Commission reviewed the proposal at two previous meetings including a January 24, 2022 meeting 
where a preliminary review was provided and a February 7, 2022 meeting where the Commission 
provided comments to revised plans and additional information.  The applicant has completed their 
response to the Commission’s comments and will present their final plans at the February 23, 2022 
meeting. 
 
Appearance Review Certificate 
Exterior modifications requiring an Appearance Review Certificate include demolition of three 
commercial units flanking either side of the main entrance to the former Carson Pirie Scott Department 
store.  New cladding will be installed on all sides of the subject building as well as the exposed wall 
remaining after the commercial units are demolished. 
 
Several small additions are proposed including a projection on the roof and several canopies.  A new 
clerestory will be installed by removing a portion of the flat roof and installing windows and new gable 
roof projecting above the existing roof.  New canopies will be installed on the east, north and west 
elevations.  These are primarily at the main entrance/exist on the east and the customer pick-up/loading 
area on the west. 
 
Existing landscape and hardscape will be modified around the building to accommodate the new 
entrance/exit configuration as well as the customer pick-up/return areas.  A new pedestrian walkway 
within the parking lot will provide a connection between the parking lot to the north and the entrance on 
the east elevation. 
 
Signage & Sign Variations 
The Edens Plaza local sign ordinance regulates all signage within the shopping center.  Any 
modifications to the local sign ordinance require a sign variation.  Signs that are conforming to the local 
sign ordinance do not require review by the Appearance Review Commission.  For the purposes of this 
review, the commission will consider the following signs: 
 

• Sign installed on the canopy above the building main entrance labeled Type 04 
• Sign installed on north elevation labeled Type 02 
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• Sign installed on north elevation labeled Type 01 
 
Two signs are proposed along the east elevation.  The wall sign labeled Type 01 is conforming and does 
not require review.  The other sign labeled Type 04 is installed on the canopy and is not considered a 
wall sign.  The sign regulations allow only wall signs and under canopy signs to be installed, therefore 
a variation is required to permit the display of the proposed canopy sign. 
 
Two signs are proposed along the north elevation including two wall signs on opposite sides of the 
elevation.  The sign labeled Type 02 is installed on a bay that includes 3-dimensional ornamentation.  
This ornamentation reduces the signable area of that wall to 10 feet in height by 27 feet in width for an 
area of 270 square feet.  The sign regulations limit wall sign coverage to 30%.  The proposed sign has a 
coverage of 53%, therefore a 23% wall sign coverage variation is required.  The sign regulations also 
limit signage to one wall sign per exterior wall.  Because two wall signs are proposed on the north 
building elevation a variation to install a second wall sign is required. 
 
Zoning Ordinance Provisions Involved 
Section 5.5 outlines sign variation procedures 
 
Appendix B.2.A, defines limitations of quantity, type and size of signage for tenants occupying 100,000 
square feet or more. 
 
Action Required 
The commission can grant an Appearance Review Certificate and recommend the sign variation requests 
if they determine the applicable standards of review have been met.  When considering the requests it 
will be important to review the standards of review prior to taking a vote. 
 
The request includes two components including 1) the Appearance Review Certificate for the exterior 
modifications, and 2) the sign variation requests.  The applicant wishes to have these two items voted on 
separately.  A positive vote on the Appearance Review Certificate request would grant the Appearance 
Review Certificate and no further action would be necessary.  A negative vote (less than 4 votes) would 
result in the denial of the request.  The applicant could appeal the denial of the Appearance Review 
Certificate to the Village Board.  The vote on the sign variations is a recommendation that would be 
forwarded to the Village Board for their consideration.  Only the Village Board can approve or deny the 
sign variation requests.   
 
(After the vote on the request) 
Move to authorize the Chairman to prepare the report and recommendation for the Appearance Review 
Commission for case number 2022-AR-05. 
 
Appearance Review Certificate Standards of Review 

 
1. All sides of a structure receive design consideration. 
 
2. If the side or rear of the structure faces a street, a residential use, or a property located in a 

residential zoning district, the exterior materials used on the side or rear are comparable in 
character and quality to the exterior materials used on the facade of the structure. 
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3. Materials used in the construction and design of the structure are of durable quality. 
 
4. Mechanical equipment is located or screened so as not to be visible from surrounding streets 

and properties.  
 
5. The scale and placement of the structure on the site is appropriate to the proportion of the site 

covered by the structure and the location of the structure in relation to its lot lines. 
 
6. Building design and placement must take into consideration natural grade conditions, existing 

vegetation, and other natural features. 
 
7. Excessive similarity or dissimilarity in design in relation to surrounding or adjoining 

structures is discouraged, including but not limited to building height, exterior materials, 
building mass, roof line, and architectural features. 

 
8. Design takes into consideration the relationship to the street and the pedestrian environment. 
 
9. Parking, storage, and refuse areas are located and screened so as not to negatively affect 

neighboring properties. 
 
10. Landscape is designed to maintain existing mature trees and shrubs to the maximum extent 

possible. 
 
11. Landscape provides an aesthetically pleasing design and, where applicable, provides for the 

screening of parking, storage, refuse, and utility areas from the street and adjacent residential 
properties. 

 
12. Selected plant materials shall be suitable to Wilmette’s climate and to their location on the 

site. The use of invasive species is prohibited. Invasive species shall be those included in the 
“Chicago Botanic Garden” list of “Invasive Plants in the Chicago Region.” 

 
13. Parking areas are designed to achieve efficient traffic flow and minimize dangerous traffic 

movements. 
 
14. Signs are of the appropriate design, color and placement to the structure, site and adjoining 

properties, in terms of materials, height, setback from the street, and proportion. 
 
15. Accessory structures, exterior lighting and fences, complement the overall structure and site 

design, in terms of materials, size, and architectural character. 
 
16. For new two-unit dwellings, review is limited to whether or not the proposed structure 

maintains the external appearance of a single-family dwelling. 
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Sign Variation Standards of Review 
 

Unusual Circumstances: 
A variation will serve to relieve the petitioner from an unusual difficulty due to the location, 
topography, or circumstances on the petitioner’s property or a peculiar attribute existing on the 
neighboring property, which directly affects the petitioner’s property. 
Character and Appearance: 
A variation will be consistent in design and scale with other signs nearby, and will not alter the 
essential character of the commercial streetscape in the vicinity of the subject property. 
 
Not Self-Created: 
The plight of the property owner was not created by the owner and denial of the variation will 
impose undue hardship or difficulty on the owner’s ability to conduct business on the subject 
property. 
 
Health, Safety and Welfare: 
A variation will not create a traffic or safety hazard and will not impair the utility of 
neighboring properties’ signage. 
 
Purpose of Ordinance: 
A variation is in harmony with the purpose and intent of the Sign Ordinance. 

 
Case File Documents 

Location Maps and Plans 
 
2.1 Aerial Map 
2.2 Edens Plaza ARC Submission, dated February 21, 2022 
2.3 Edens Plaza ARC Submission, Appendix, dated February 18, 2022 
2.4 Edens Plaza Façade Comparison, dated February 21, 2022 

 
Case Minutes 

January 24, 2022 2022-AR-05 
Wayfair 3200-3232 Lake Ave 
 
Chair Smith explained that the purpose of the meeting was to provide preliminary input to the 
applicant regarding the proposed changes to Edens plaza. Mr. Adler explained that on February 
7th the Commission will hear the applicant’s request for an appearance review certificate and 
sign variations. The sign variations were outlined in Lucas Sivertsen’s memo regarding the 
preliminary review. Mr. Adler explained that on February 2nd the Zoning Board of Appeals 
would be hearing a height variation request to allow the installation of a clerestory window and 
a floor area ratio request to allow the recladding of the building and adding of canopies. 

 
Representatives for WS Development and Wayfair presented their proposal for converting the 
old Carson’s building to a Wayfair store.  
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Mr. Curley talked about improvements to the center being proposed. In response to a concern 
raised by the Village Board they are proposing a landscaped pedestrian promenade/walkway 
along the spine of two parking aisles. This creates a nice connection to the northside of the 
building and takes pedestrians away from more congested areas of the parking lot. In addition, it 
allows the introduction of additional landscaping in the parking lot. In regard to the rest of the 
center he explained that they intend to whitewash the brick, which they have done before in other 
centers they own. They intend to do different level of white washing to the brick to lighten the 
feel of the dark brick. 

 
Ms. Madden said they wanted the store to feel like a neighborhood store with nods to the local 
community it is in. She outlined the areas that the changes were taking place. The addition of a 
third loading dock by relocating the trash compactor and screening the area was shown. There 
was a slight reduction in parking, but the additional landscaping should improve the appearance 
of the rear service area. How customers will pickup product from the rear of the store was 
discussed. She discussed the interior layout with the entry and exist on the east façade. A 
clerestory provides light to the interior. The roof plan showing mechanical equipment location 
was shown. She explained that additional roof screening would be provided which doesn’t exist 
today.  Chair Smith asked that the height of the equipment versus the proposed screens be 
verified.  

 
Commissioner Brill asked about doorways on the north façade. Ms. Madden explained that there 
is an emergency exit door but no customer entrance/exit on that façade. She said that is why they 
are proposing the pedestrian promenade to direct pedestrians walking from the north parking lot 
to the store entrance. The interior experience/circulation was explained.  

 
Commissioner Castellano asked that the applicant look at the width of the sidewalk that runs 
along the northern side of the building to make sure it is an adequate width for strollers and the 
like. Ms. Madden explained that no new landscape area is planned, just new landscaping in the 
existing planting area. Mr. Curley said the sidewalk width of the new promenade is 6’ wide and 
with the landscaping the promenade would be 10’ wide.  

 
Commissioner Andric asked about the patio area identified in the plaza plan. Ms. Madden 
explained that was an outdoor patio for the Wayfair café. Ms. Madden explained that there is 
additional space for sitting and hanging out in front of the store before you enter.  

 
Chair Smith asked about the future of the center and whether providing some additional area to 
hangout and provide more of an amenity for the neighborhood was being considered. Mr. Curley 
said the center was designed in such a way there is not too much open space. The parking ratio 
is currently under the 4.0 spaces per a thousand square feet of gross leasable space typically seen 
with a center like this (approximately 3.7). They want to see how the center performs after full 
occupancy before reducing the parking even more. Chair Smith talked about the future when the 
need for parking will most likely be reduced. Mr. Curley said that WS would look at opportunities 
to do such changes in the future if the opportunity presents itself.  
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Commissioner Johnson asked about the applicant’s discussion with the Village Board regarding 
outlots and the fact that adding outlots would reduce parking even greater. Mr. Curley said at this 
time they are not looking to add outlots. If in the future the parking would allow outlots to be 
added, they would consider doing so if it made sense to their tenants.  

 
Mr. Adler said that a parking/traffic study is being done and if an outlot reducing parking was 
presented, that study would need to be updated. He talked about the importance to understand 
Wayfair’s parking need before eliminating more parking. 

 
Commissioner Castellano asked about bike parking. Ms. Madden said they heard the need to 
address alternative forms of transportation from the Village Board and will be adding additional 
bike parking areas to their plan. 

 
Chair Smith asked that the applicant walk the Commission through the exterior cladding as that 
is the element of the building that will be seen every day. Ms. Madden said she would talk about 
the high-level vision and that Mr. Franceschina would address the proposed architectural choices. 
She explained that purple was a big part of Wayfair’s story and brand. They look at the color 
purple as conveying many of Wayfair’s attributes including being imaginative, optimistic and 
creating a sense of joy and discovery. The materiality was used to update the existing building. 
It was important for them to sustainability reuse the existing building through the addition of 
various forms of cladding, including textured porcelain tiles to create visual interest and windows 
for more interior light. 

 
Mr. Franceschina explained that the design celebrates texturing by layering the different 
elements. He said that some of the materials will change slightly in appearance during the day as 
light hits the building. The layering of the materials allows a monolithic building to be broken 
up in appearance. 

 
Commissioner Johnson appreciated the Wayfair brand but felt that appearance is part of what 
makes up Wilmette’s character. The ARC is charged with looking after Wilmette’s character 
appearance wise. The amount of purple doesn’t reflect an upscale building and doesn’t reflect 
Wilmette as a community. If this is Wayfair’s flagship store it should reflect the community it is 
in.   

 
Commissioner Brill said he is very happy that Wayfair selected Wilmette as the location for its 
first flagship store. He said Wilmette being an historical community, the four massive purple 
walls do not fit in with its character. 

 
Ms. Madden said they heard from the Village Board that the appearance from the highway was 
less important than from the sides visible along Lake and Skokie. Commissioner Johnson said he 
didn’t necessarily agree with that and that a smaller band of purple would probably be ok. 
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Commissioner Andric asked about the overall plan for the mall and how the proposed Wayfair 
store fit in with that. With all the different materials, what will tie this into the rest of the center. 
She also felt that the issue of arrival wasn’t addressed, and that the plaza design should be more 
sophisticated. Ms. Madden asked if Commissioner Andric had ideas on how to make the arrival 
better. Commissioner Andric felt the customer should be awed by the arrival maybe with a grand 
garden court. The plaza at the entrance to the store was discussed. Ms. Madden explained how 
the café outdoor seating fit into the plaza and how the additional green area was proposed to be 
used. Commissioner Andric asked the applicant to do more in that area as it seems not completely 
thought out at this time.  

 
Commissioner Castellano said that wayfinding must be clear. She wanted to hear about the 
materials a little more and the backlit panel specifically. Mr. Franceschina said the backlit panel 
was used to support the layering on the front façade. This feature also calls out where the entrance 
is.  

 
Chair Smith said the Commission will want to look at every detail regarding lighting. He also 
said that he doesn’t necessarily agree that the structure needs to historically reflect Wilmette. 
Wilmette is also a community known for its architectural experimentation. He asked Mr. Curley 
what the plans were for the other portions of the center and if Wayfair doesn’t make it.  

  
Mr. Curley said WS manages a great many properties. He talked about Edens being a center 
planned to provide sales tax to the community. Their short-term plans are to address underutilized 
building spaces. He said they are looking to strike the right balance in the redesign of the center 
to allow tenants to properly brand and attract business.  

 
Commissioner Smith talked about the future of the center, 1 year, 5 years, etc. Mr. Curley said 
the intent was to create a natural surround with the white washing of the brick to allow the retailer 
to shine. This is what they have done in other centers they own. 

 
Chair Smith stressed the need to properly review the lighting and have nighttime renderings 
provided. He said that the way the purple is used should still allow for a homey environment. 
The attention-grabbing use of the purple vs being community friendly needs to be addressed.  

 
Chair Smith confirmed this is Wayfair’s first brick and mortar store. He reminded the applicant 
that the WS/Wayfair team stressed that this property is the gateway to Wilmette and the 
importance that brings. 

 
Commissioner Johnson questioned if the purple walls are what WS/Wayfair believes the 
community wants to see.  

 
Chair Smith commended the way the layering broke up a third of the development into a way 
that was relatable. Commissioner Castellano agreed that the applicant did a great job of breaking 
down the mass of the building. She asked to see a closeup rendering of the entrance/patio area. 
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Commissioner Johnson asked about the signage variations. It was explained that relief was 
necessary for two signs on the east elevation, one being a canopy sign, which isn’t addressed in 
local sign code. The other sign variations being a second wall sign on the north elevation that 
exceed the signable area allowance. 

 
Commissioner Castellano asked that the exterior wall of the Kids Snip space be addressed with 
landscaping or other design feature. She reiterated that the quality of material is very important. 

 
Chair Smith agreed and said more detail on how the existing center will be treated is needed. 
Whitewashing instead of painting is preferred because of maintenance issues. He questioned 
whether the color will be baked on the porcelain tile or not. He was concerned about the review 
timeframe given there are several unknowns still.  

 
Chair Smith talked about the community’s desire to see sustainable practices in the 
redevelopment. He mentioned bird safe glass for the Wayfair building. He said other sustainable 
practices would be viewed positively by the community.  

 
Chair Smith asked other than the backlit panel and signage, was there any other lighting of the 
building being proposed. Ms. Madden answered they had a lighting plan reflecting building 
lighting and will present that. Chair Smith discussed the need for a footcandle plan reflecting the 
proposed lighting. Commissioner Johnson said the Commission also looks at the temperature of 
lighting in addition to the footcandles. Commissioner Castellano ask that pedestrian scale lighting 
along the new walkway be considered, and the applicant agreed to include that. 

 
Chair Smith asked about desired schedule for the project. Mr. Curley said the transaction and the 
acquisition of the property is what is driving the timing. It is important that there is comfort there 
so they will talk and hopefully they are able to achieve something with the Commission in a 
couple of weeks on that front. There would be the continuation of design with a construction start 
later this summer. And as that design continues to evolve, evaluation of conformity with all the 
information the Commission has seen and hopefully rendered an approval on would take place, 
that is the way they hope this unfolds. 

 
Chair Smith said that it was mentioned that not only the Wayfair construction would start but the 
construction on the entire center would start later this summer. Mr. Curley said if construction 
the Chair is referring to is the introduction of additional sidewalk landscaping and whitewashing 
of the brick, yes that will take place at the same time as the Wayfair construction. Chair Smith 
clarified that the extent of the work on the rest of the plaza was the brick whitewashing and 
landscaping. Mr. Curley said they intend to also look at opportunities not identified yet to 
introduce more landscaping on the sidewalk areas and where possible in the parking lot. They 
will also look at enhancing the existing landscaped areas.  

 
Chair Smith talked about the one use at the center that allows people to linger is being lost with 
the closing of the Starbucks. He asked if the applicant was looking for businesses that would 
make people want to linger more at the center and what the tenant strategy was. Mr. Curley said 
they have some preconception on tenant strategy, but they are not prepared to discuss that. He 
added that Wayfair being in the center will enhance the opportunity to get desired tenants. 
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Commissioner Andric asked the applicant to look at all site lighting to make it consistent with 
the updated look of the center. 

 
Seeing there were no more comments from the Commission, Chair Smith asked for public 
comment and there was none. 
 
February 7, 2022 Edens Plaza BB Owner LLC and Edens Plaza SC Owner LLC  
3200-3232 Lake Avenue Appearance Review Certificate and Sign Variation 
 
Mr. Sivertsen introduced Case 2022-AR-05, 3200-3232 Lake Avenue, Edens Plaza BB Owner 
LLC and Edens Plaza SC Owner LLC, requesting an Appearance Review Certificate to demolish 
portions of the east side of the building, install new cladding on all sides, construct a clerestory, 
install canopies, and modify landscaping and hardscaping around the exterior of the building, 
and sign variations including variations to install more than one wall sign per exterior wall, a 
variation to install a sign on a canopy, and a wall sign coverage variation. 
 
Chair Smith added due to the condensed nature of this review that had scheduled another meeting 
to review the proposal on February 23, 2022.  The commission would be using this meeting to 
advise the applicant but would not be prepared to vote on the proposal until the February 23 
meeting. 
 
Mr. Sivertsen said the case has been noticed and the commission would be able to vote on the 
request if they wished, however, given the amount of new information presented the case would 
likely need to be continued to the February 23, 2021 meeting. 
 
Ms. Prather introduced herself as counsel for the subject case.  She said the subject proposal is 
very important to for the entitlements of the revitalization to Edens Plaza.  WS Development is 
under contract to purchase the entire development from the current owner.  At the same time WS 
has entered into a lease with Wayfair to take over the entire building previously occupied by 
Carson Pirie Scott.  She discussed their appearance before the Village Board and Zoning Board 
of Appeals and preliminary review before the Appearance Review Commission.  They received 
a positive recommendation from the Zoning Board of Appeals on their variation requests.  They 
are very grateful for the Commission’s ability to schedule two special meetings to discuss their 
proposal.  Their plan is to appear before the Village Board no later than March 8 to receive a 
final vote on their approvals.  They are seeking four sign variations.  They are seeking approval 
to allow two signs each on the north and east elevation of the building.  They are seeking approval 
for one of the signs on the east elevation to be a sign installed above the canopy rather than below 
the canopy.  Finally, the are seeking a sign variation to display a sign on the north elevation that 
exceeds the coverage allowed.  She noted the size of the proposed signs are smaller that what 
was previously on the building.  She said the need for the variations were because of unique 
conditions of the building including the location, long history as the fulcrum of the shopping 
center and the fact that it is the largest retail box in Wilmette.  Additionally, they are seeking an 
Appearance Review Certificate.  They have worked to respond to the feedback provided by the 
Commission at their previous meeting.  The design breaks up the box, is tastefully designed and 
uses quality materials.  She introduced Madeline Madden with Wayfair to present the design 
components of the building. 
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Chair Smith inquired about Ms. Prather’s statement that the Zoning Board of Appeals granted 
approval. 
 
Ms. Prather stated the Zoning Board of Appeals voted to recommend granting a floor area ratio 
variation and a height variation to permit the proposed clerestory. 
 
Mr. Sivertsen added, the existing floor area ratio in the PCD-1 District was written to allow the 
originally approved building.  Therefore, any addition would require a variation to this 
requirement.  The need for the variation is due to the expanded floor area created by the cladding 
and canopies and not necessarily usable interior floor area. 
 
Ms. Madden said the plans in her presentation will show amended drawings from what had been 
shown at the January 24 meeting.  The showed the existing building and mentioned the proposed 
signage for Wayfair is shorter in height and length from the previous signage for Carson Pirie 
Scott.  She reviewed the site plan and showed the promenade proposed in the parking lot to the 
north intended to connect pedestrian access to the front entrance.  The existing entrance on the 
north side of the building will be removed in favor of a single entrance on the front.  The changes 
to the loading dock in the rear will necessitate a change in truck traffic through the rear lot and 
will result in the loss of about 20 parking space in the back adjacent to the expressway right of 
way.  She reviewed the proposed plans identifying changes from the existing building. 
 
Mr. Sivertsen asked for confirmation that the new roof top units would be replacing the existing 
in the same location. 
 
Mr. Madden said that was correct. 
 
Mr. Franceschina presented the details of the exterior architectural design components and 
materials.  The main exterior material would be terracotta with a glazed porcelain finish, cement 
plaster, tower element with custom three-dimensional artwork, new glazing, brick cladding 
stained to match the rest of the center once a stain is selected.  He said the sample board was 
representative of the color and texture, but they are still working on procuring the purple 
terracotta finish.  The terracotta panels will be textured to allow for light and shadow to be created 
to provide some variation.  The size of the panels will also vary in width from six inches to two 
feet.  The intent for the cement plaster is to be as seamless as possible to avoid any horizontal 
joints.  Some vertical joints would be necessary to allow for shrinkage.  He showed the elevation 
plans, and blow-up detail of select elevations.  As part of the glazing, they are investigating bird 
frit.  The mechanical screen on the roof will match the height of the mechanical equipment.  The 
existing equipment is not screened so this will be in addition to what is currently on the roof. 
 
Ms. Madden said they intend to refresh the existing greenery around the building incorporating 
native plants. 
 
Mr. Franceschina said the lighting plan is intended to highlight the building as well as improve 
the customer experience.  The focus of the lighting will be centered around the entrances and 
exists with some lighting to wash the walls, highlight landscaping and task lighting to provide 
safe pedestrian travel. 
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Ms. Madden presented some of the graphics in the appendix of the submittal packet.  She noted 
they had reduced the amount of purple by about 20% from what had previously been presented 
to the commission during their preliminary review.  The night view renderings show the areas 
where they intend to have lighting, however, they will be preparing a more detailed drawing to 
provide a more accurate representation of the intensity of the lighting. 
 
Commissioner Miller said the architecture is great.  He likes what they did with the massing and 
materials.  It’s a very thoughtful design.  What a lot of people see is the purple.  He was trying 
to think of what other entities have purple for their color.  He knows of Yahoo and Northwestern 
University.  In looking at Northwestern’s campus the purple you see is very subtle, of course 
they are not a retail user.  Yahoo’s corporate campus does not have much purple either.  In order 
to understand what is acceptable one would need to consider the area in which the design is 
located.  The Village of Wilmette doesn’t have a very well-defined architectural persona.  The 
color purple to him has a kind of highway architecture feel.  It reminds him of something like an 
Ikea.  For him, the design is really great, but less purple would be a good thing.  It would help to 
fit the design into the plaza and the Village.  The amount of purple seems like a foreign object. 
 
Commissioner Brill thanked the applicant for the additional detail.  The abundance of additional 
landscaping is well received.  When someone thinks of Wilmette they don’t think purple.  The 
streetscape, the character of the commercial districts, the amount of residential.  They did a great 
job at white washing the brick.  When you look at the eight northshore suburbs he can’t think of 
five and a half massive purple walls dominating the view.  He thinks the white wash with grey 
cement plaster on the east side of the north elevation is tasteful.  That says Wilmette to him.  He 
thinks using purple in the signage is more appropriate.  He is in favor of everything except for 
the amount of purple. 
 
Ms. Madden said she would like to address the purple as she imagines there will be more 
comments related to that topic.  Purple is Wayfair’s predominant branding color.  As a retailer 
the location of the property in relation to the Edens Expressway is important.  Focusing the image 
along Edens as well as pulling back the purple facing the residential were things they worked on. 
 
Commissioner Andric asked Mr. Sivertsen if the commission’s charge was to look at only the 
building, or was the entire complex up for discussion. 
 
Mr. Sivertsen said the proposal before them tonight was for the building formerly occupied by 
Carson Pirie Scott, the three storefronts proposed to be demolished and site work surrounding he 
building including a proposed pedestrian walkway and modified parking lot landscaping to the 
north of the existing building.  The rest of the shopping center is not necessarily included in the 
current request, except to the extent that the proposal might impact the rest of the shopping center. 
 
Commissioner Andric said she was wanting to pick-up on the previous meeting’s discussion on 
the shopping center parking lot and how the transformation ties back to the rest of the shopping 
center.  The complex represents the western gateway into Wilmette.  The parking lot is dated and 
needs to be upgraded.  She asked how this project can inspire improvements to the rest of the 
center and parking lot. Secondly, she wanted to thank the applicants for their proposal.  She 
doesn’t have an issue with the purple.  She asked Ms. Madden about the color purple as Wayfair’s 
brand color. 
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Ms. Madden confirmed purple was Wayfair corporate’s color.  She is responsible for their global 
real estate including offices.  Using less color on the building is more typical for offices and 
warehouses.  It’s used more as an accent in these cases.  In this instance the color purple is used 
to signify the building as a retail use and not an office or typical warehouse style big box you 
might see along the highway.  The intent is the be tasteful and thoughtful. 
 
Commissioner Andric thinks the building is more neutral and the different parts and colors pull 
together very well.  Going back to her other point she wanted to know what could be done to the 
east parking lot since that is even more part of the gateway into Wilmette.  Some signature 
lighting could be part of that improvement.  Regarding the materials on the building, she would 
like to know more about how they work together.  How will they age depending on their 
durability?  She isn’t necessarily in favor of the promenade.  Especially because it doesn’t seem 
to lead to anywhere.  She wondered if that same effort could be made to other parts of the 
complex.  It would be important to have more of an amenity. 
 
Commissioner Castellano thanked them for adding all the landscaping to the east of the entrance.  
Having the turf in the front is a nice relief from the sea of parking in front.  She thinks there is an 
opportunity to add some landscaping on the wall of the adjacent tenant wall being exposed with 
the demolition of storefront.  In looking at the rendering the sidewalk to the north looks 
comfortable, however, in looking at the site plan it is dimensioned at five feet, which is tight.  
She wonders is something can be done with the landscaping to increase the width of the walk. 
 
Ms. Madden said the five feet is the existing condition, but they can take a look at reducing some 
of the landscaping to make for a more comfortable walk.  She wondered what would be a more 
comfortable width. 
 
Commissioner Castellano said they should just think about that area a little more given the desire 
to connect to the north parking lot.  Given the concerns with the color purple it would be helpful 
to bring a sample of the material to better explain their case.  It would also be helpful to get a 
sample of the backlit wall.  Sometimes manufacturers will provide a mockup or lightbox. 
 
Mr. Franceschina said the terracotta tiles will have variation in tone, but will stay close to the 
purple color.  It is difficult to render the true tonality and variation in the tiles. 
 
Chair Smith thanks the applicant for their considerations in moving the design further.  He asked 
if the 20 parking spaces proposed to be removed were predominantly used for staff parking.  He 
couldn’t imagine customers would have been using that parking. 
 
Mr. Sivertsen said he didn’t think the parking had historically been used at all. 
 
Chair Smith said everyone has an opinion on the use and amount of purple proposed.  He said it 
doesn’t necessarily concern him, except the actual color and material has not yet been produced.  
There appear to be three separate materials finished in purple.  There is the terracotta, a purple 
paint and a purple metal.  Success to him is how those variations of purple harmonize.  The 
applicant said they are studying the use of bird glass.  For him, the use of glass is non-negotiable.  
It will need to be used in the project. 
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Mr. Franceschina said it was their intent to use bird glass, but they were still trying to determine 
which frit would be used. 
 
Chair Smith said their mention of introducing a whitewashed brick was a surprise to him, 
considering they have an ensemble of materials already.  He is concerned they will have a nicely 
composed design and then add another material. 
 
Mr. Franceschina said the use of the stained brick was an attempt to address a comment of the 
design not relating back to the rest of the building.  The use of stained brick will be minimal. 
 
Ms. Madden said the brick will already been a part of the design in a way because it will be on 
the wall adjacent to the Wayfair storefront once the existing storefront is removed. 
 
Chair Smith said he understood their design intent and it doesn’t sound like it will be used in a 
high-profile location.  He likes the look of the trellis, but doesn’t think it will work exactly how 
it is shown in the rendering.  It will be important for the landscape architect to study.  He asked 
how the art wall on the north elevation impacts the signage on that wall and if it is the cause of 
the coverage variation. 
 
Mr. Sivertsen said the artwork reduces the signable area of the wall.  If the entire wall could be 
considered the signable area a sign coverage variation would not be required. 
 
Chair Smith asked for further clarification on the lighting of that wall. 
 
Mr. Franceschina said they were proposing an up-light washing that wall. 
 
Chair Smith said there was a restaurant that came before the commission a couple of years ago.  
It’s now one of the most successful restaurants in downtown.  The commission encouraged them 
to rethink the amount of different lighting proposed.  They stepped back the number of different 
fixtures so they could have better coordination.  The result of that revision has really helped the 
design of the façade.  It will be important for the applicant in this case to really look at how all 
the lighting colors, intensities work together.  Especially when they are considering lighting 
entire portions of the façade. 
 
Mr. Franceschina said the thought the lighting was a pretty well curated.  He thinks they can do 
a better job explaining how they all work together. 
 
Chair Smith said the light wall looks to be pretty subtle in the rendering, but depending on how 
it works in reality, it would be the focal piece of the entire building. 
 
Mr. Franceschina said it was the intent to be a subtle amount of light. 
 
Chair Smith said it was important for the proposed landscaping to reinforce the existing as much 
as possible so that the trash and loading area is screened from people taking the northbound exit 
ramp towards westbound Lake Avenue.  Due to the anticipated number of customers expected to 
visit this store he thinks the crosswalks need to be studied.  He wanted to reiterate the desire of 



Case 2022-AR-05 
 3200-3232 Lake Avenue 

 

15 

the commission to have Wayfair reduce the amount of purple as much as they can given the 
departure of the design from the rest of the center and the lasting impact the design will have on 
the Village. 
 
Commissioner Castellano asked about the lighting proposed above the entrance and if it would 
change in color on a seasonal basis. 
 
Ms. Madden said she did not anticipate the color changing.  They have historically not mixed the 
purple and white with other colors. 
 
Chair Smith asked if there were any members of the public who wished to speak. 
 
Ms. Kristin Hildreth who owns the Birkenstock store at Edens Plaza said she was initially 
concerned with the look of a Wayfair Flagship store, but after viewing the plans she thinks it 
looks great.  The design is bright and cheerful.  She was prepared to dislike the purple, but she 
thinks it is really great.  She doesn’t know if she would want to remove any additional purple 
from the design.  It does a good job of breaking up the wall.  The purple and gray together look 
rather elegant.  Her main concern is traffic and safety.  On the north side she likes the idea of the 
promenade, but unfortunately it dead-ends once it gets to the building.  She is looking forward 
to better lighting and a gathering space.  Something to draw people to the north would be great. 
 
Chair Smith reiterated the need for additional material samples.  He asked for a motion to 
continue the case. 
 
Commissioner Andric asked if they would be viewing any additional plans for the rest of the 
shopping center at the next meeting. 
 
Ms. Prather said their focus is on the approvals for the Wayfair store.  She said if there were 
further plans to improve other parts of the center, that they would come back before the 
commission to present those items, however, their focus as this time was the Wayfair store and 
surrounding area. 
 
Commissioner Brill moved to continue Case 2022-AR-05, 3200-3232 Lake Avenue, Wayfair to 
the Wednesday, February 23 Appearance Review Commission meeting.  The motion was 
seconded by Commissioner Castellano.  Voting yes: Andric, Brill, Castellano, Miller, Smith.  
Voting no: none.  The motion carried. 
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Site PLAN
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BUILDING AREA 
NOT IN SCOPE

FLOOR PLANS
PROPOSED PLAN - LEVEL 01
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25’ 50’
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LOADING 
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BUILDING AREA 
NOT IN SCOPE

103’-11”

233’-11”
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98’ 233’-11”

333’-11”

50’-2”

181’-11”

FLOOR PLANS
PROPOSED ROOF PLAN

25’ 50’
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(N) GABLED ROOF OVER
(N) DOUBLE HEIGHT 
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(E) MECHANICAL 
PENTHOUSE
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2600 SF ADDED 
TO THE OVERALL 
BUILDING AREA

DEMO
2,480 SF BUILDING AREA

120 SF BUILDING OVERHANG

DEMO 325 SF
OVERHANG

BUILDING AREA 
TO REMAIN

DEMO 480 SF
OVERHANG

DEMO 
2,033 SF BUILDING AREA 

467 SF BUILDING OVERHANG

DEMO 325 SF
OVERHANG

DEMO AREA

2600 sf
2500 sf
480 sf
325 sf
325 sf     
-6230 sf

ADDED AREA

    6200 sf
+ 2630 sf      
+   8830 sf

DELTA

    8830 sf
-   6230 sf      
+   2600 sf

Awning Added

3506 sf Awning at LVL 01
x 75%        
+2630 sf

Overhang and Cladding Added

2700 at LVL 01
3500 at LVL 02        
+6,200 sf

DIAGRAMS
AREA PLAN
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55’-0”

34’-0”

<53’-0”

SITE LOW POINT DATUM

MAXIMUM BUILDING

688.35
(E) ROOF

HEIGHT DATUM

683.00
+3’-6” over

626.35
(E) FFE

624.50

679.50

KEY PLAN

DIAGRAMS
BUILDING HEIGHT
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MT-02MT-06MT-08 MT-08 MT-01MT-04 MT-05MT-03 MT-03MT-03 MT-09 MT-10

50’25’

N

ELEVATIONS & EXTERIOR MATERIALS
EAST ELEVATION

SEE ENLARGED ELEVATION 03 SEE ENLARGED ELEVATION 04

OUTDOOR SEATING

CANOPY ABOVE LANDSCAPE

LANDSCAPE

CANOPY ABOVE

MT-01 EXTERIOR CEMENT PLASTER

MT-02 GLAZED TERRACOTTA

MT-03 ALUMINUM FRAMED, GLAZED 
STOREFRONT SYSTEM

MT-04 METAL PANEL WITH CUSTOM, 
BACK-LIT PERFORATED PATTERN

MT-05 CUSTOM FORMED ALUMINUM 
PANEL

MT-06 ROOFTOP EQUIPMENT SCREENING

MT-07 METAL STANDING SEAM ROOFING

MT-08 EXTERIOR PAINT

MT-09 BRICK TO MATCH EXISTING MALL 
FACADE. PAINTED

MT-10 METAL CANOPY

MATERIAL SCHEDULE
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MT-02

MT-10

MT-05

MT-04

MT-03

MT-03

MT-10

MT-01

MT-09

ENLARGED ELEVATION 03

ENLARGED ELEVATION 04

LAYERED CUSTOM FORMED ALUMINUM 
PANELS WITH CUSTOM COLOR FINISH

EXTERIOR PLASTER LAYERED EXTRUSIONS 
BUILT UP USING TYPICAL EDGE PROFILES

INTERNALLY ILLUMINATED FACE-LIT 
LETTERS MOUNTED UPSTANDING TO 
STEEL EDGE BEAM WITHIN CANOPY

ALUMINUM FRAMED, GLAZED 
STOREFRONT SYSTEM

SLIDING ALUMINUM FRAMED 
STOREFRONT ENTRY SYSTEM

METAL RAIN-SCREEN FACADE 
PANEL WITH CUSTOM, BACK-LIT 

PERFORATED PATTERN

ALUMINUM FRAMED, GLAZED 
STOREFRONT SYSTEM

MT-01 EXTERIOR CEMENT PLASTER

MT-02 GLAZED TERRACOTTA

MT-03 ALUMINUM FRAMED, GLAZED 
STOREFRONT SYSTEM

MT-04 METAL PANEL WITH CUSTOM, 
BACK-LIT PERFORATED PATTERN

MT-05 CUSTOM FORMED ALUMINUM 
PANEL

MT-06 ROOFTOP EQUIPMENT SCREENING

MT-07 METAL STANDING SEAM ROOFING

MT-08 EXTERIOR PAINT

MT-09 BRICK TO MATCH EXISTING MALL 
FACADE. PAINTED

MT-10 METAL CANOPY

MATERIAL SCHEDULE

ENLARGED ELEVATIONS
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MT-03 MT-03MT-04 MT-08 MT-08 MT-07 MT-02 MT-09MT-09

50’25’

N

SEE ENLARGED ELEVATION 01

SEE SIGN PLAN

MT-09

MT-01 EXTERIOR CEMENT PLASTER

MT-02 GLAZED TERRACOTTA

MT-03 ALUMINUM FRAMED, GLAZED 
STOREFRONT SYSTEM

MT-04 METAL PANEL WITH CUSTOM, 
BACK-LIT PERFORATED PATTERN

MT-05 CUSTOM FORMED ALUMINUM 
PANEL

MT-06 ROOFTOP EQUIPMENT SCREENING

MT-07 METAL STANDING SEAM ROOFING

MT-08 EXTERIOR PAINT

MT-09 BRICK TO MATCH EXISTING MALL 
FACADE. PAINTED

MT-10 METAL CANOPY

MATERIAL SCHEDULE

CUSTOM 3 DIMENSIONAL 
DECORATIVE INSTALLATION

LANDSCAPE LANDSCAPE

CANOPY ABOVE

ELEVATIONS & EXTERIOR MATERIALS
NORTH ELEVATION
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ENLARGED ELEVATIONS

MT-02

MT-10

MT-09

INTEGRATED LIGHTING FIXTURE PER 
LIGHTING DESIGN

CONTINUOUS GUTTER WITH RETURNS 
INTO BUILDING. DOWNSPOUTS TO SPILL 
INTO NEW LANDSCAPE AREAS

ENLARGED ELEVATION 01

12’-0”

MT-01 EXTERIOR CEMENT PLASTER

MT-02 GLAZED TERRACOTTA

MT-03 ALUMINUM FRAMED, GLAZED 
STOREFRONT SYSTEM

MT-04 METAL PANEL WITH CUSTOM, 
BACK-LIT PERFORATED PATTERN

MT-05 CUSTOM FORMED ALUMINUM 
PANEL

MT-06 ROOFTOP EQUIPMENT SCREENING

MT-07 METAL STANDING SEAM ROOFING

MT-08 EXTERIOR PAINT

MT-09 BRICK TO MATCH EXISTING MALL 
FACADE. PAINTED

MT-10 METAL CANOPY

MATERIAL SCHEDULE



EDENS PLAZA | ARC SUBMISSION  |  February 21, 2022 32

MT-02 MT-08MT-09 MT-08 MT-01 MT-02MT-10MT-03
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(N) CMU SCREEN WALL WITH 
EXTERIOR PLASTER FINISH, PAINTED

CANOPY ABOVECANOPY ABOVE

MT-01 EXTERIOR CEMENT PLASTER

MT-02 GLAZED TERRACOTTA

MT-03 ALUMINUM FRAMED, GLAZED 
STOREFRONT SYSTEM

MT-04 METAL PANEL WITH CUSTOM, 
BACK-LIT PERFORATED PATTERN

MT-05 CUSTOM FORMED ALUMINUM 
PANEL

MT-06 ROOFTOP EQUIPMENT SCREENING

MT-07 METAL STANDING SEAM ROOFING

MT-08 EXTERIOR PAINT

MT-09 BRICK TO MATCH EXISTING MALL 
FACADE. PAINTED

MT-10 METAL CANOPY

MATERIAL SCHEDULE

ELEVATIONS & EXTERIOR MATERIALS
WEST ELEVATION
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MT-08MT-02 MT-02MT-08 MT-06MT-08MT-10

50’25’

N

SEE ENLARGED ELEVATION 02

LOADING

MT-01 EXTERIOR CEMENT PLASTER

MT-02 GLAZED TERRACOTTA

MT-03 ALUMINUM FRAMED, GLAZED 
STOREFRONT SYSTEM

MT-04 METAL PANEL WITH CUSTOM, 
BACK-LIT PERFORATED PATTERN

MT-05 CUSTOM FORMED ALUMINUM 
PANEL

MT-06 ROOFTOP EQUIPMENT SCREENING

MT-07 METAL STANDING SEAM ROOFING

MT-08 EXTERIOR PAINT

MT-09 BRICK TO MATCH EXISTING MALL 
FACADE. PAINTED

MT-10 METAL CANOPY

MATERIAL SCHEDULE

ELEVATIONS & EXTERIOR MATERIALS
SOUTH ELEVATION
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ENLARGED ELEVATIONS

CONTINUOUS GUTTER WITH RETURNS 
INTO BUILDING. DOWNSPOUTS TO SPILL 

INTO NEW LANDSCAPE AREAS

INTEGRATED LIGHTING FIXTURE PER 
LIGHTING DESIGN

(N) LOADING BAY (E) LOADING BAY

(N) SCREEN WALL

MT-10

MT-09

MT-08

MT-01

MT-02

ENLARGED ELEVATION 02

12’-0”

MT-01 EXTERIOR CEMENT PLASTER

MT-02 GLAZED TERRACOTTA

MT-03 ALUMINUM FRAMED, GLAZED 
STOREFRONT SYSTEM

MT-04 METAL PANEL WITH CUSTOM, 
BACK-LIT PERFORATED PATTERN

MT-05 CUSTOM FORMED ALUMINUM 
PANEL

MT-06 ROOFTOP EQUIPMENT SCREENING

MT-07 METAL STANDING SEAM ROOFING

MT-08 EXTERIOR PAINT

MT-09 BRICK TO MATCH EXISTING MALL 
FACADE. PAINTED

MT-10 METAL CANOPY

MATERIAL SCHEDULE
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ELEVATIONS & EXTERIOR MATERIALS
INSPIRATIONAL IMAGES AND ILLUMINATION CONCEPT DIAGRAM

METAL PANEL SYSTEM 
OVER SUBSTRUCTURE 
PANELS TO HAVE 
VERTICAL OPENINGS 
AS INDICATED IN 
ELEVATION

LINEAR LIGHT FIXTURE

LINEAR LIGHT FIXTURE

SURFACE BEHIND METAL 
PANELS TO BE EVENLY 
ILLUMINATED
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ELEVATIONS & EXTERIOR MATERIALS
TERRACOTTA RAIN SCREEN PATTERN DIAGRAM

MT-02A
GLAZED TERRACOTTA

MT-02B
GLAZED TERRACOTTA

MT-02C
GLAZED TERRACOTTA

7’-0”

8’-6”

7’-0”

8’-6”

3’-0”

7’-0”

3’-0”

GLAZED TERRACOTTA RANDOMIZED COLOR PATTERN

12” TILE

12” TILE

18” TILE

18” TILE

6” TILE

6” TILE

6” TILE

MT-02A MT-02B MT-02C

COLOR DISTRIBUTION IN PERCENTAGE

15.4% 73.5% 11%

RANDOMIZED COLOR SEQUENCE

AB B B B

B B B B B B BB B B BB B B BB B BBBBBB

B B BB B B B BB BB BB BC

C C C C C C C

A

A A A

A
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MT-07
STANDING SEAM METAL ROOF

MT-06
ROOFTOP EQUIPMENT SCREENING

MT-05
CUSTOM FORMED ALUMINUM PANEL

MT-08A
EXTERIOR PAINT

MT-08C
EXTERIOR PAINT

MT-01
EXTERIOR CEMENT PLASTER

MT-04
METAL PANEL WITH CUSTOM, BACK-LIT 
PERFORATED PATTERN

MT-03
ALUMINUM FRAMED, GLAZED 
STOREFRONT SYSTEM

MT-10
ALUMINUM CANOPY

MT-09
BRICK TO MATCH EXISTING MALL 
FACADE, PAINTED

MT-02A
GLAZED TERRACOTTA

MT-02B
GLAZED TERRACOTTA

MT-02C
GLAZED TERRACOTTA

ELEVATIONS & EXTERIOR MATERIALS
EXTERIOR MATERIAL PALETTE



LANDSCAPE PLANS AND MATERIALS
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LANDSCAPE PLANS AND MATERIALS
PROPOSED LANDSCAPE PLAN

50’25’

N
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LANDSCAPE PLAN

Typical Enlarged Planting Design 
at Northwest and East

Enlarged Planting Design 
at Storefront

Typical Enlarged Planting Design 
at South Pedstrian Sidewalk

PLANT LIST
TREE

VINE

EVERGREEN HEDGE

DECIDUOUS SHRUBS / PERENNIALS

Buxus Green 
Mound Boxwood
(Double Rows)

Buxus Green Mound 
Boxwood

Sweet Autumn Clematis

Deciduous Shrubs 
/Perennials (See 
Plant List)

Concrete Paving with 
Decorative Saw Cut 
Pattern

Display Area
(Artificial Turf)

Deciduous Shrubs / 
Perennials (See Plant List)

Greenleaf American 
Holly

• Patriot American Elm 
      (Ulmus patriot)
• Greenleaf American Holly
      (Ilex opaca ‘Greenleaf’)

• Sweet Autumn Clematis
      (Clematis terniflora)

• Buxus Green Mound Boxwood
      (Boxwood, Green Mound)

• Artic Fire Red-Osier Dogwood
      (Cornus stolonifera)

• Karl Foerster Feather Reed Grass
      (Calamagrostis x acutiflora ‘Karl Foerster’)

• Dwarf Ninebark
      (Physocarpus opulifolius ‘Nanus’)

• Gro-Low Fragrant Sumac
      (Rhus aromatica ‘Gro-Low’)

Patriot American Elm

50’25’

N

LANDSCAPE PLANS AND MATERIALS
ENLARGED LANDSCAPE PLAN
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LANDSCAPE PLAN

PLANT LIST
TREE

DECIDUOUS SHRUBS / PERENNIALS

• Patriot American Elm
      (Ulmus patriot)

• Karl Foerster Feather Reed Grass
      (Calamagrostis x acutiflora ‘Karl Foerster’)

EDENS PLAZA | ARC SUBMISSION (PROGRESS) |  Feburary 18, 2022

Patriot American Elm Karl Foerster Feather Reed Grass

(Double Rows)

Pedestrian Walkway

Ramp

Lawn

20’10’

N

LANDSCAPE PLANS AND MATERIALS
ENLARGED LANDSCAPE PLAN - PROMENADE
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PLANT IMAGES

TREE EVERGREEN EDGE DECIDUOUS SHRUBS / PERENNIALS

VINE

Patriot American Elm
(Ulmus patriot)

Greenleaf American Holly
(Ilex opaca ‘Greenleaf’)

Artic Fire Red-Osier Dogwood
  (Cornus stolonifera)

Dwarf Ninebark
 (Physocarpus opulifolius ‘Nanus’)

Karl Foerster Feather Reed Grass
(Calamagrostis x acutiflora ‘Karl Foerster’)

Gro-Low Fragrant Sumac
      (Rhus aromatica ‘Gro-Low’)

Buxus Green Mound Boxwood
 (Boxwood, Green Mound)

Sweet Autumn Clematis
(Clematis terniflora)

LANDSCAPE PLANS AND MATERIALS
PROPOSED PLANT IMAGES



LIGHTING PLANS
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LIGHTING
LUMINANCE HIERARCHY

EDENS PLAZA | ARC SUBMISSION | February 18, 2022

LIGHTING
LIGHTING HIERARCHY

Lighting Legend

Light from Building (Contributing)

Visitor Entrance (5fc to 10fc)

Plaza /Front Court (0.6 to 1fc)

Landscape Areas (0.5 fc 

Feature Wall / Branding (20fc to 40 fc)

Service/ Loading Dock (10fc +) By Others
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LIGHTING
COLOR TEMPERATURE
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LIGHTING
LIGHTING COLOR TEMPERATURE

Interior Building (3500K to 4000K anticipated)

Exterior Building Proximity (3000K)

Service/ Loading Dock (3000K)

Existing Parking (4000K Assumed)

Accent (Varies)

Lighting Color Temperature

Interior Building (3500K to 4000K anticipated)

Exterior Building Proximity (3000K)

Service/ Loading Dock (3000K)

Existing Parking (4000K Assumed)

Accent (Varies)
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LIGHTING
LIGHTING PLAN

A   Recessed LED Downlights

B   RGB+W Linear LED Graze

C   Concealed Linear LED at Screen / Feature Wall

D   LED Adjustable Accents at Trees / Espallier

E   LED Pedestrian Pole

F   LED Pedestrian Bollard

G  Linear Under Soffit Linear LED

Lighting Legend

LIGHTING
FIXTURE PLAN



SIGNAGE
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signage 
SIGN LOCATIONS

EAST ELEVATION

WEST ELEVATION

NORTH ELEVATION

SOUTH ELEVATION

TYPE 01

TYPE 03

TYPE 04 TYPE 01TYPE 02

TYPE 01

* NEED RELIEF FOR MORE THAN ONE SIGN ON AN EXTERIOR WALL * NEED RELIEF FOR MORE THAN ONE SIGN ON AN EXTERIOR WALL
* NEED RELIEF FOR TYPE 02 FOR EXCEEDING SIGNABLE AREA* NEED RELIEF TO ALLOW FOR INSTALLATION OF A CANOPY SIGN

SIGNABLE AREA (10’ x 27’ : 270 SF)
ALLOWED AREA (30% OF SIGNABLE AREA = 81 SF)
PROPOSED SIGN AREA (TYPE 02) : 142 SF

SIGNABLE AREA (15’-8” x 152’-0” : 2,381 SF)
ALLOWED AREA (30% OF SIGNABLE AREA = 714 SF)
PROPOSED SIGN AREA (TYPE 01) : 429 SF

SIGNABLE AREA (15’-8” x 107’-8” : 1,686 SF)
ALLOWED AREA (30% OF SIGNABLE AREA = 505 SF)
PROPOSED SIGN AREA (TYPE 01) : 429 SF

SIGNABLE AREA (15’-8” x 173’-7” : 2,720 SF)
ALLOWED AREA (30% OF SIGNABLE AREA = 816 SF)
PROPOSED SIGN AREA (TYPE 03) : 430 SF

SIGNABLE AREA (31’-2” x 54’-5” : 1,695 SF)
ALLOWED AREA (30% OF SIGNABLE AREA = 508 SF)
PROPOSED SIGN AREA (TYPE 01) : 429 SF

82 SF
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- CODE OF ORDINANCES 
APPENDIX A - ZONING ORDINANCE 

APPENDIX B. EDENS PLAZA LOCAL SIGN ORDINANCE 
 
 

 
Wilmette, Illinois, Code of Ordinances    Created: 2021-10-20 11:04:02 [EST] 
(Supp. No. 3, Update 1) 

 
Page 1 of 8 

APPENDIX B. EDENS PLAZA LOCAL SIGN ORDINANCE 

1. RELATIONSHIP TO ARTICLE 30-16.  

All provisions regulating signage as established by Article 30-16 of Chapter 20 [appendix A, Zoning 
Ordinance,] of this Code shall apply to Edens Plaza except to the extent they are modified herein.  

2. ALLOWABLE SIGNAGE.  

A tenant may erect the following signage based upon the square footage occupied.  

A. 100,000 square feet or more:  

1. One (1) internally illuminated or backlit wall sign on each exterior wall of the premises in 
which the tenant is located;  

2. The signable area on each exterior wall shall be as designated in Figure Appendix B-1: 
Tenant Occupying 100,000 Square Feet Or More; and  

3. The surface area of all signs including individual letters and logos shall not exceed thirty 
percent (30%) of the signable area, the aggregate length of all letters shall not exceed sixty-
five (65) feet in width, and each individual letter of a sign may not exceed eight (8) feet in 
height.  

B. At least 17,500 square feet, but less than 100,000 square feet:  

1. One (1) internally illuminated wall sign on each exterior wall of the premises in which the 
tenant is located;  

2. The signable area on each exterior wall shall be as designated in Figure Appendix B-2: 
Tenant Occupying At Least 17,500 But Less Than 100,000 Square Feet; and  

3. The surface area of all signs including individual letters and logos shall not exceed thirty 
percent (30%) of the signable area, the aggregate length of all letters shall not exceed fifty-
eight (58) feet in width, and each individual letter of a sign may not exceed four (4) feet in 
height;  

4. The sign shall be centered vertically within the signable area.  

C. At least 6,000 square feet, but less than 17,500 square feet:  

1. One (1) internally illuminated wall sign on each exterior wall of the premises in which the 
tenant is located;  

2. The signable area on each exterior wall shall be as designated in Figure Appendix B-3: 
Tenant Occupying At Least 6,000 Square feet But Less Than 17,500 Square Feet; and  

3. The surface area of all signs including individual letters and logos shall not exceed twenty-
five percent (25%) of the signable area, the aggregate length of all letters shall not exceed 
forty (40) feet in width, and each individual letter of a sign may not exceed thirty (30) 
inches in height;  

4. The sign shall be centered vertically within the signable area.  

D. At least 2,500 square feet, but less than 6,000 square feet:  

39’-0”

18-11”

25’-0”

43’-8”

5’-8”

11’-0”

9’-10”

4’-4”

TYPE 01 : FLUSH MOUNT ON THE WALL

TYPE 02 : FLUSH MOUNT ON THE WALL

TYPE 03 : FLUSH MOUNT ON THE WALL

TYPE 04 : ON CANOPY

TALLEST LETTER @ 7’- 2”

TALLEST LETTER @ 7’- 11”

32’-8”

32’-0”

*AGGREGATE LENGTH OF ALL LETTERS : 64’-8” (< 65’)
* SIGN AREA : 429 SF

* SIGN AREA : 142 SF

* SIGN AREA : 430 SF

* SIGN AREA : 82 SF

signage 
LOCAL SIGN ORDINANCE

TRACK MOUNTED SIGN THAT ALLOWS SIGNAGE 
TO SIT IN FRONT OF THE CANOPY

WALL MOUNTED:
ALL WALL MOUNTED SIGNAGE TO BE FLUSH MOUNTED, INTERNALLY 
ILLUMINATED FACE-LIT LETTERING

DESIGN INTENT CANOPY
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BEFORE AND AFTER
EAST AERIAL VIEW

CURRENT PROPOSED
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BEFORE AND AFTER
NORTH AERIAL VIEW

CURRENT PROPOSED
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BEFORE AND AFTER
SOUTH AERIAL VIEW

CURRENT PROPOSED
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PERSPECTIVE
AERIAL
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PERSPECTIVE
SKOKIE BLVD. ENTRY
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PERSPECTIVE
EAST  ELEVATION
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PERSPECTIVE
EAST  ELEVATION
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PERSPECTIVE
NORTH ELEVATION
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PERSPECTIVE
NORTH ELEVATION
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PERSPECTIVE
WEST ELEVATION (FROM EDENS EXPY SOUTH BOUND)
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PERSPECTIVE
WEST ELEVATION (FROM EDENS EXPY)
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PERSPECTIVE
WEST ELEVATION (FROM EDENS EXPY NORTH BOUND)
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LIGHTING
LUMINAIRE  CUT SHEETS

A B C D
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LIGHTING
LUMINAIRE CUT SHEETS

E F G
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Illuminance Recommendations



1.0 INTRODUCTION

The overall goal of establishing exterior site lighting guideline is to create an attractive and vibrant luminous environment that not only establishes the Wayfair
store building as beacon within the shopping center and enhances the business branding efforts but also creates a unified general public circulation, establishing
organized zones of lighting language. This document covers the exterior lighting for the Wayfair Store project site.

This document specifies illuminance levels and uniformity criteria and provides guidance on acceptable luminaire and lamp selections. Also included are general
guidelines for creating a cohesive exterior lighting design. Additionally, consult the Electrical and Landscaping sections of this document for further information.

2.0 SITE LIGHTING GOALS AND GUIDELINES

Light will be utilized to create areas of visual hierarchy and interest. Unique lighting zones will be created with varying lighting approaches. In doing so, the site
will become easier to navigate during the nighttime hours.

2.1 Safety and Comfort

• Improve safety by utilizing high color rendering lamp sources for better visibility. Lighting sources should have a Color Rendering Index (CRI) of 80 or better.

• Add visual interest to the site including accentuating key landscape and architectural features.

• Improve consistency of lighting appearance by utilizing organized fixture families.

• Assist wayfinding by creating a visual hierarchy between different public access point, gathering spaces and portals as well as residential, retail and food
/beverage zones.

• Support general public, public transportation users and business patrons and residents gathering with a welcoming environment in plazas and parks.

• Within a cohesive overall project environment, encourage unique lighting expressions in various parks and gathering pockets to create intimate spaces within
the site.

• Differentiate primary pathways from outlying pathways to organize pedestrian traffic patterns through the site.

2.2 Sustainability

• Lighting systems shall be designed to comply with all applicable energy code requirements and project energy goals. Additional lighting energy reduction
should be pursued where practical.

• Utilise Energy efficient lamp sources.

• Minimize glare from fixtures.

• Minimize light trespass and uplight.

• Meet additional energy efficiency and light pollution requirements.

2.3 Lamp/Luminaire

• LED technology shall be utilized as the primary lighting source.

• Where LED site lighting fixtures are used, those with field-replaceable modules should be used to reduce
the cost of future replacements/ maintenance.

• Provide a consistent and pleasant lighting appearance by utilizing consistent sources with 3000 Kelvin
color temperature.

• Luminaires should coordinate with the aesthetics of the adjacent architectural and landscape elements.

2.4 Illuminance Guidelines

• Meet or exceed the lighting level and uniformity recommendations outlined in the following sections
based on the Illuminating Engineering Society (IES) Handbook and all relevant IES Recommended Practice
Guidelines.

2.5 Maintenance

• Minimize luminaire and lamp types to reduce spare stock requirements for Maintenance.

• Reduce Maintenance costs by utilizing long-life lamp sources. Minimum lamp life for the majority of
luminaires should be 50,000 hours.

2.6 Lighting controls

• Exterior lighting control system shall be comprised of photocells, and programmable lighting controls
either via local controls on fixtures or main lighting control system to provide time control of lighting as
required based on program requirements and State and local energy code requirements.

• Occupancy sensors to be provided as required and for areas where reduced levels may be desirable, as
long as there is no compromise to safety.

• Refer to electrical narrative for further information.

NARRATIVE
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EXTERIOR LIGHTING GUIDELINES



NARRATIVE

2.7 Product Requirements

• Light fixtures shall be commercial specification grade to ensure quality and performance and shall be assembled with components of
new, good quality.

• Lamps shall be “high performance”, and all linear fluorescent lamps shall be low mercury content. LED sources and attendant
components such as heat sinks shall be mercury and lead free.

• LED luminaire manufacturer shall have a minimum of five (5) years experience in the manufacture and design of LED products and
systems and no less than one hundred (100) North American installations. All peripheral devices and control software are to be
provided by and shall be the responsibility of a single entity. All components shall perform successfully as a complete system. All parts
of system shall be replaceable in the field with a preference for third-party supported LED modules and systems.

• LED Luminaire assemblies shall include a method of dissipating heat so as to not degrade life of source, electronic equipment, or
lenses. LED luminaire housing shall be designed to transfer heat from the LED board to the outside environment. Luminaire housing
shall have no negative impact on life of components.

• LED manufacturer shall have performed photometric testing and to provide upon request the Luminaire Efficacy (lm/W), total
luminous flux (lumens), luminous intensity (candelas) chromaticity coordinates, CCT and CRI. optical performance, polar diagrams,
and relevant luminance and illuminance photometric data.

• Painted finishes of fixtures and accessories shall be weatherproof enamel using proper primers or hot dipped galvanized and
bonderized epoxy, in accordance with manufacturer's requirements. Unless otherwise specified all painted surfaces shall have a life
expectancy of not less than twenty years.

• Fixtures shall have a minimum IP rating depending on installation conditions as noted:
- Fixtures installed under a canopy (fixture distance greater than 12” from edge of canopy): IP55
- Fixtures directly exposed to exterior or closer than 12” from edge of canopy: IP65
- Submersible/Underwater Fixtures: IP68

• All uplight fixtures (surface or in-grade), or fixtures that directly illuminate pedestrian or vehicle areas shall include glare control
options such as glare shields, louvers, and lenses

• All external openings in fixture assemblies and fixture lenses shall be gasketed to prevent moisture and dust intrusion

• Remote components such as drivers, power supplies, and/or transformers shall be installed in NEMA 4X enclosures. NEMA
enclosures may be surface mounted if installed out of public view, or flush grade within view. Ventilation/Airflow within NEMA
enclosure must be provided per Manufacturer's specifications to ensure proper functioning of system.

• Fixtures and component enclosures shall have wire mesh corrosion resistant screens over any vent holes. Mesh to
be properly sized to prevent incursion of insects, small animals, and/or debris such as leaves or lawn clippings.

• Stainless steel hardware is preferred. Ferrous/ aluminum mounting hardware and accessories shall be finished
appropriately to prevent corrosion and discoloration of adjacent materials.

• Glass lenses shall be heat tempered glass to mitigate breakage and thermal shock

• Acrylic/ Polycarbonate lenses shall be UV stabilized and of the appropriate thickness to prevent damage from
vandalism

• Color changing LED luminaires shall utilize an equal combination of individually colored or tri or quad chip
technology and shall be capable of at least 8-bit control

• All fixtures shall comply with Project Wind Load criteria and Overhead Safety requirements. Fixtures and proposed
mounting to be reviewed and approved by a licensed Structural Engineer prior to installation.

• Footings are required for all fixtures mounted to grade. In the case of poles, footing details are to be developed by
licensed Structural Engineer; footings/ pads for bollards and surface mounted accent fixtures may be developed by
Architect or Structural Engineer.
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PENTHOUSE

STAIR
ST5
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J

K

(N) OPENING FOR CLERESTORY

RECEIVING (7 TONS)HOLDING (3.5 TONS)

1ST FLOOR SOUTH (10 TONS)

2ND FLOOR SOUTH (8.5 TONS)

1ST FLOOR BACK OF HOUSE (18.5 TONS) 2ND FLOOR BACK OF HOUSE (21 TONS)

2ND FLOOR EAST (21 TONS)

1ST FLOOR EAST (28 TONS)

1ST FLOOR CENTER (23.5 TONS)

2ND FLOOR CENTER (27 TONS)

2ND FLOOR NORTH (8.5 TONS)

1ST FLOOR NORTH (7.5 TONS)

1ST FLOOR WEST (12 TONS)

2ND FLOOR WEST (14 TONS)

UTILIZE EXISTING ROOF OPENINGS FOR NEW RTUS WHERE POSSIBLE

MAXIMUM RTU HEIGHT IS 6'-0"
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TERRART™ 

Terracotta Façades

®®
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ARCHITECTURAL TERRACOTTA

Since its founding in 1927, NBK® Architectural Terracotta  
has pursued progress through diversity of product, building  
a strong record of facade innovation and collaboration 
along the way. Tradit ional craft methods refined over 
decades—combined with cutting-edge manufacturing 
techniques—have led to high-performance facade panels 
that blend beautiful materials with the latest technology in 
ventilated rainscreen facades.

NBK’s dedication to research and development inspires 
material engineers and master manufacturers to develop 
processes that constantly test new materials and glazes in 
combination with firing techniques and production methods 
ensuring tiles meet exacting project requirements for design 
and performance.

Since joining the Hunter Douglas Group in 2007, NBK has 
invested heavily in manufacturing facilities and significantly 
increased its global capabilities. Today, architects increasingly 
specify NBK and its hallmark TERRART™ System, creating 
durable, high-performing facades for a wide range of projects 
around the world, from recladding and restoration of existing 
structures to construction of inspiring new building designs.

Josh Robinson
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RAINSCREEN

06RAINSCREENNbkusa.com

The NBK® TERRART™ façade system is designed and engineered based on the rainscreen principle. 
The design allows for air to flow through open joints to balance air pressure and minimize water 
penetration. Back ventilation assists in maintaining a dry cavity and negates the build up of hot air.

Sheathing and Air/Moisture/barrier is a 
vapor retarder

Horizontal sub-girts and adjustable 
angle brackets provide space for 
insulation, allow for building  
tolerance and create the air cavity

Wall Cavity with 
minimum 1 inch air space

Insulation reduces thermal transfer through 
wall to improve energy performance

Vertically oriented aluminum extrusions 
provide support structure

Open-joints allow for  
proper air ventilation
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FINISHES
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COLORS

reduction fired
NBK’s Reduction Firing technique reduces oxygen in the firing process to give terracotta tiles a unique metallic 
appearance. The metallic expression of Reduction Fired tiles varies depending upon the light, much like their  
metal counterparts, while retaining the durability and weather resistant qualities of terracotta. Diverse metallic  
colors, from gray tones to deep red hues, create color variation and visually contrasting facades.

glazes and engobes
Glaze finishes, available in different gloss levels from matte to high gloss as well as a broad range of colors,  
create lively and unique facade designs. Glazes are single or double fired. Double firing increases color  
options and allows for glazed edges. 

Engobe finishes also provide additional color options for facades. This cost-effective solution, available  
in matte and semi-gloss, features white or colored slip-clay coating applied to the clay body to impart colors  
or textures. All glaze and engobe finishes are durable and add to overall resiliency against the elements.

NBK’s expertise in complex mixing techniques and traditional firing methods sets the standard  
for terracotta facade design. The 18 standard colors appear below. Custom colors are available  
for all TERRART™ products. Colors shown are for representation only.

1.01-0 2.01-0

1.02-0 3.01-0 5.01-0 7.02-0 9.04-0 9.11-0

7.01-0 8.02-0 9.10-0

6.02-0 7.06-0 9.09-0

6.01-0 7.03-0 9.05-0

4.01-0

Josh Robinson
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TEXTURES

Terracotta façade design increasingly incorporates profiles and textures. With a wide range of standard 
profiles, as well as the ability to create custom shapes, NBK® can accommodate the design  
requirements of any project. Deep profiles are ideal for TERRART™ Large applications.

NBK® tiles can achieve compelling visual effects with profiled surface grooves and textures.  
Standard textures come in a range of designs, including Natural, Fine Combed, Medium Combed  
and Wire Struck. All textures can be applied to any colors; additional custom-texture solutions  
are available on a project basis.

FINE COMBED MEDIUM COMBED NATURAL WIRE STRUCK

Profile as seen in 
the Synagogue in 
Mainz, Germany
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SCALE 1:2

TYPICAL HORIZONTAL SECTION-STUDWALL

SG01 - ALUM. EXTRUDED
SUBGIRT, CONTINUOUS

SGA1 - ALUM. EXTRUDED
SUBGIRT-ANGLE,VT01 - ALUM. EXTRUDED

VERTICAL CARRIER TRACK

GK401 -
EPDM GASKET

℄

5
8" GYP. BOARD SHEATHING WITH

AIR & VAPOR BARRIER MEMBRANE
(NOT BY NBK)

SCLP/ECLP - NBK CLIP,
ZINC CASTING

1
4" DRIL-FLEX,

KWIK-FLEX OR APPROVED
EQUAL (NOT BY NBK)

VERTICAL STEEL STUD
FRAMING, MIN. 16 GA.
(NOT BY NBK)

CL
AD

DI
NG

 Z
ON

E 
PE

R 
DE

SI
GN

3
8"

40mm THK. NBK
TERRACOTTA TILE

51
16"

11 2"
19 16

"

INSULATION PER DESIGN

TELEPHONE:

FAX:

SALES OPERATIONS

+1-7816392662

+1-7816398055

74 ATLANTIC AVENUE
MARBLEHEAD, MA 01945

TELEPHONE:

FAX:

+1-8779946246

+1-8016492699

2300 S. 2300 W., SUITE B
SALT LAKE CITY, UT 84119

NBK ARCHITECTURAL
TERRACOTTA

HunterDouglas
FAÇADES

PROJECT:

SHEET NUMBER:

DATE:

REVISION:

PRINT DATE -- PRINT TIME:

December 7, 2015 -- 13:29

March 14, 2015

PROJECT MANAGER:PROJECT NUMBER:

CLIENT:

DRAWING NAME:

FILE PATH:  G:\Standard Details\NBK STANDARD DETAILS\2014 Revisions\!NBK 04#.dwg            LAYOUT:  8.5X11            COPYRIGHT:  ©  2015  All rights reserved.

DRAWING REFERENCE:

STANDARD DETAILS

04

SCALE 1:2

TYPICAL VERTICAL SECTION-STUDWALL

D-04

SG01 - ALUM. EXTRUDED
SUBGIRT, CONTINUOUS

SGA1 - ALUM. EXTRUDED
SUBGIRT-ANGLE,

VT01 - ALUM. EXTRUDED
VERTICAL CARRIER TRACK

5
8" GYP. BOARD SHEATHING WITH

AIR & VAPOR BARRIER MEMBRANE
(NOT BY NBK)

SCLP/ECLP - NBK CLIP,
ZINC CASTING

1
4" DRIL-FLEX,

KWIK-FLEX OR APPROVED
EQUAL (NOT BY NBK)

VERTICAL STEEL STUD
FRAMING, MIN. 16 GA.
(NOT BY NBK)
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SCALE 1:2

TYPICAL EXT CORNER-STUDWALL

D-02

SG01 - ALUM. EXTRUDED
SUBGIRT, CONTINUOUS

SGA1 - ALUM. EXTRUDED
SUBGIRT-ANGLE,

GK401 -
EPDM GASKET

5
8" GYP. BOARD SHEATHING WITH

AIR & VAPOR BARRIER MEMBRANE
(NOT BY NBK)

SCLP/ECLP - NBK CLIP,
ZINC CASTING

1
4" DRIL-FLEX,

KWIK-FLEX OR APPROVED
EQUAL (NOT BY NBK)

VERTICAL STEEL STUD
FRAMING, MIN. 16 GA.
(NOT BY NBK)
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Kawneer’s Trifab® VersaGlaze® 601/601T/601UT Framing System 
touts the first front set, ultra-thermal 6" storefront system available. 
By expanding on a proven platform, Trifab® VersaGlaze® 601 offers 
a choice of front and center plane glass applications in non-thermal, 
thermal and ultra-thermal configurations. Structural silicone glazing 
(SSG) options allow for an even greater range of design possibilities for 
specific project requirements and architectural styles.  

PERFORMANCE

Flexible enough for a wide range of building projects, the Trifab® 
VersaGlaze® 601/601T/601UT Framing System has a 6" depth, which 
accommodates higher spans than conventional 4-1/2" storefront 
framing systems. The 3-in-1 series includes the non-thermal Trifab® 
601, the single thermal break Trifab® 601T and the dual thermal break 
Trifab® 601UT. The greater system depth combined with three thermal 
performance options and two glass plane options make this one of the 
most versatile framing systems available. By combining the greater 6" 
depth with superior thermal performance and versatility, Kawneer is 
able to bridge the gap between traditional framing systems and low-rise 
curtain walls. 

Versatility, Ultra-Thermal 
Performance and More Design 
Possibilities Front and Center

TRIFAB® VERSAGLAZE® 601/601T/601UT FRAMING SYSTEM
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Kawneer Company, Inc.
Technology Park / Atlanta

ARCHITECTURAL SYSTEMS  |  ENTRANCES + FRAMING  |  CURTAIN WALLS  |  WINDOWS

555 Guthridge Court
Norcross, GA 30092

770.449.5555
kawneer.com

Front Set System Center Set System

© Kawneer Company, Inc. 2012–2020

Form Number 17-2287.B

Trifab® and VersaGlaze® are registered 

trademarks of Kawneer Company, Inc.

The Trifab® 601/601T/601UT Framing System is perfect for projects 
where an economical alternative to a low-rise curtain wall is desired. 
These systems meet the same high standards for air and water 
infiltration and thermal performance that are traditionally found in 
Kawneer products. The Trifab® 601/601T/601UT Framing System also 
has a high-performance sill design. The sill attaches to the sill flashing 
by way of a raceway and eliminates the troublesome blind seal method 
used on many flashing systems. The sill includes a screw-applied end 
dam, which ensures positive and tight joints between the sill flashing 
and end dam.

PERFORMANCE TEST STANDARDS

Air Performance ASTM E283

Water Performance ASTM E331

Uniform Static Structural ASTM E330

Sound Transmission Class (STC) AAMA 1801 and in accordance with ASTM E1425

Condensation Resistance (CRF) AAMA 1503 and CAN/CSA-A440

Thermal Transmittance (U-Value) AAMA 1503.1

U-Value Simulations for Other  
Glazing Options

AAMA 507, NFRC 100, NFRS 200, NFRC 500 and 
CAN/CSA-A440.2

DIVERSE FABRICATION AND INSTALLATION METHODS

The Trifab® 601/601T/601UT Framing System employs various joinery 
construction types for efficient fabrication and installation.

Glass Plane Center Set Front Set

Framing Type 601 601T 601UT 601 601T 601UT

Thermal Level Non-
Thermal Thermal Ultra-

Thermal
Non-

Thermal Thermal Ultra-
Thermal

Screw Spline Fabrication • • • • • •
Shear Block Fabrication — — — • • •

Stick Fabrication — — — • • •
Stick Fabrication SSG — — — • • •

The framing can be specified for glazing from either the inside or outside. 
Inside glazing can help reduce field labor costs by eliminating the need 
for exterior scaffolding or swing stages for installation on floors above 
the ground level. In addition, the frames have a two-piece receptor 
option that easily accommodates attachment of air-barrier systems.

AESTHETICS AND VERSATILITY

The Trifab® 601/601T/601UT 
Framing System is designed 
with cost and flexibility 
in mind. With a 2" x 6" 
frame profile, the sightline 
is consistent with current 
framing systems and the 
glass pockets are aligned to 
4-1/2"-deep Trifab® framing 
systems. This allows for a 
shallow horizontal member 
that not only lowers overall 
metal costs, but also provides 

flexibility to accommodate interior finishes, such as blinds, that can span 
the full uninterrupted elevation height. The flexibility of the 3-in-1 series 
provides a pre-designed solution for non-thermal as well as thermal 
entrances. Framing options include non-thermal and thermally broken 
door framing members to accommodate 1-3/4"-deep and 2-1/4"-deep 
entrance doors, an expansion mullion and a two-piece head and jamb 
receptor. The 6" depth accommodates higher spans than conventional 
4-1/2" storefront framing systems, and an optional 2-1/4" wide vertical 
mullion allows for internal steel reinforcement for projects with greater 
structural performance requirements.

Trifab® 601
Center Set

Trifab® 601T
Center Set

Trifab™ 601UT

Thermal simulations showing temperature variations 
from exterior/cold side to interior/warm side.

Trifab® 601UT
Center Set

Trifab® 601
Front Set

Trifab® 601T
Front Set
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Trifab® 601UT
Front Set
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2/1/22, 5:26 PM VE1-2M 1" (25mm) Insulating - Viracon

https://www.viracon.com/product/1-25mm-insulating-ve1-2m/904/ 1/2

1" (25mm) Insulating VE1-2M
PERFORMANCE DATA

Transmittance
Visible Light  70%
Solar Energy  33%
UV  10%

Reflectance
Visible Light-Exterior  11%
Visible Light-Interior  12%
Solar Energy  31%

NRFC U-Value
Winter  0.25 (hr x sqft x °F)
Summer  0.21 (hr x sqft x °F)

Shading Coefficient  0.43
Relative Heat Gain  89Btu/(hr x sqft)
Solar Heat Gain Coefficient (SHGC)  0.37
LSG  1.89

Makeup

 

1/4" (6mm) clear with VE-2M #2 
1/2" (13.2mm) space - argon
filled 
1/4" (6mm) clear

Viracon's solar and optical performance data is center of glass data based on the National Fenestration Rating
Council measurement standards, calculated using Lawrence Berkeley National Laboratory's (LBNL) WINDOW
7 software.
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Glass facades deliver many benefits including daylight, views and dynamic aesthetics. A 
counterpoint is that birds do not perceive glass as an obstacle to their flight path. This 
document provides information to balance glass benefits with the adverse impact on birds. 

BIRD-FRIENDLY GLASS 
VIRACON TECH TALK 
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FIGURE 1: TEST TUNNEL EXTERIOR 

 
FIGURE 2: TEST TUNNEL INTERIOR 

BIRD-FRIENDLY GLASS 
Multiple organizations are involved in researching the ability of birds to perceive glass. The research 
has shown that adding a pattern can increase a bird’s ability to perceive glass, thus reducing the 
likelihood of a collision. This awareness has lead organizations, cities and states to develop bird-safe 
building guidelines, laws and official standards, such as Standards for Bird-Safe Buildings (San 
Francisco Planning Department 2011) and Bird-Friendly Building Design (Sheppard and Phillips 2015). 

VIRACON’S INVOLVEMENT 
As a glass fabricator, Viracon has been actively involved in the on-going research to understand 
various glass products’ potential to reduce bird strikes. To date, our focus has been on finding practical 
solutions using conventional glass products with applied patterns. 

Viracon’s printed insulating glass units were tested during the fall 2010 and 2017 bird migration utilizing 
a tunnel test designed by the American Bird Conservancy (ABC), based on prior tests performed in 
Austria. The testing was performed at Powdermill Avian Research Center (PARC) in Pennsylvania. 

PARC is part of Carnegie Museum of Natural History’s biological research station, Powdermill Nature 
Reserve. PARC has an extensive bird banding program, conducts bioacoustical research and 
evaluates avian perception of glass using the tunnel test designed by ABC. 

THE TUNNEL TEST 
Birds are released into one end of a test tunnel (Figure 1). 
They fly toward the opposite end of the tunnel where there is 
an opening with a clear control sample and a test sample 
with a pattern (Figure 2). Birds respond by flying toward the 
control sample or the test sample as they attempt to exit the 
tunnel (light netting is installed in front of the glass to prevent 
collisions with the glass). Researchers record each flight and 
study the response to score the test sample. The score for 
the sample is the percentage of birds tested that fly towards 
the clear glass (American Bird Conservancy 2012). 

Product Scoring and Threat Factors 
Scores from the ABC tunnel test are utilized by ABC and the 
U.S. Green Building Council® (USGBC) to assign a threat 
factor for each tested material. A lower threat factor means 
that the product deterred more birds in the tunnel test than a 
product with a higher threat factor. 

Threat factors are a key component in comparing bird deterrence products and in achieving the bird 
collision deterrence pilot credit in the LEED® for Building Design and Construction rating system. 
Designing a façade where all materials have a threat factor of 15 or less means the project is exempt 
from additional calculations. If any material with a threat factor >15 is used, then Bird Collision Threat 
Rating (BCTR) calculations are required (U.S. Green Building Council 2019). 
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3 
A current list of product threat factors can be downloaded from USGBC’s website: 
https://www.usgbc.org/resources/bird-collision-deterrence-summary-threat-factors 

TESTED PRODUCTS 
The Viracon patterns tested in 2010 and 2017 were incorporated into 1” insulating units. The outboard 
glass ply was 1/4” clear glass with a ceramic enamel (frit or ink) pattern on the second surface, 
Viracon’s VE-2M low emissivity coating applied over the pattern, a 1/2” space and a 1/4” clear glass 
inboard. 

Scenario 1: Threat Factor 6 
Color: V958 Dark Gray Viraspan  
Pattern: 1/8” horizontal lines alternating with 1/2” spaces (screen 2256); 20% coverage 

Scenario 2: Threat Factor 10 
Color: V953 Medium Gray Viraspan 
Pattern: 1/8” vertical lines alternating with 1/2” spaces (screen 2256); 20% coverage 

Scenario 3: Threat Factor 41 
Color: V951 White 
Pattern: 1/8” dots, 1/4” on center (screen 5065); 20% coverage  

Scenario 4: Threat Factor 24 
Color: V951 White 
Pattern: 1/8” dots (screen 5006); 40% coverage 

Scenario 5: Threat Factor 17 
Color: Digital White and Digital Etch (every other line switches between the colors) 
Pattern: 1/8” horizontal lines 2” on center; 6% coverage 

Scenario 6: Threat Factor 29 
Color: Digital White and Digital Etch (1/8” lines=etch, 1/16” lines=white) 
Pattern: alternating 1/8” and 1/16” horizontal lines all 2” on center; 5% coverage 

 

Alternate Products 
In addition to testing glass with Viracon’s ceramic enamel, ABC has tested products with alternate 
methods of creating a pattern such as ultraviolet reflective coatings and acid etched glass. Ultraviolet 
reflective coatings are intended to be visible to birds, because they can see in the ultraviolet spectrum, 
however are less visible to humans. Acid-etched patterns offer a potential solution for fabricators who 
are unable to apply simulated etch ceramic enamel through a silk-screen or digital print process. 
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FIGURE 3: SPRINGBROOK EXTERIOR 

In testing, neither the ultraviolet reflective products nor the acid etch patterns have achieved threat 
factors as low as the best performing ceramic enamel. The ultraviolet reflective coatings have a threat 
factor range of 23 to 36. The full range of acid etch patterns are not included in the USGBC threat 
factor summary; however, a fully etched surface is listed with a threat factor of 25 (U.S. Green Building 
Council 2016). 

UNTESTED PRODUCTS 
Bird collision researchers acknowledge that additional product testing will continue to develop our 
understanding of which patterns are the most effective. At the same time, researchers acknowledge it 
isn’t practical to test every pattern. To address this practicality, researchers have used existing 
research to develop a guideline commonly referred to as the 
2x4 Rule. 

2x4 Rule 
The 2x4 Rule is referred to in multiple bird-friendly design 
guidelines and indicates that developing patterns with 
horizontal lines spaced no more than 2” apart or vertical lines 
spaced no more than 4” apart can deter collisions (Sheppard 
and Phillips 2015; The University of British Columbia 2016; 
U.S. Fish and Wildlife Service 2016). 

Viracon offers a variety of standard patterns that comply with 
the 2x4 Rule. The patterns range in coverage from 20% to 
70% and can be applied to the same surface as any of our 
standard coatings. 

The 2x4 Rule can also be utilized to develop a custom pattern. 
For example, to meet the 2x4 Rule, Springbrook Nature 
Center’s designers developed a pattern that consisted of 1/8” 
white vertical lines, 4” on center. 

While using the 2x4 Rule can deter collisions, reducing the 
spacing to 2” in both directions may protect small songbirds 
that will fly through a 4” gap (American Bird Conservancy 2021).     

Patterns with Dual-Sided Color 
Digital printing technology allows Viracon to print patterns where the color of the pattern from the 
exterior of the building differs from the color of the pattern from the interior of the building. This 
technology can be especially useful in bird-friendly applications because the exterior color can match 
what was tested while the interior color can be altered without changing the threat factor. 

CONCLUSION 
While on-going testing is necessary to further understand patterns and coatings, including those with 
low, medium and high levels of reflectivity, it is evident based on the testing done thus far, that ceramic 
enamel patterns, especially those applied to the 2nd surface of an insulating unit, can be an effective 
way to reduce bird collisions with glass. 

 

FIGURE 4: SPRINGBROOK INTERIOR 
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LASER CUT COLLECTION
Design Guide

MATERIAL

3/16” thick aluminum [ASTM B209] is standard for most patterns.  Tree pattern is standard in 1/4” thick aluminum.
Available in 1/8” thickness for decorative use in a limited selection of patterns & sizes. For heavier traffic areas we 
suggest 1/4” thickness.

STANDARD POWDER COAT FINISHES

Powder coats are suitable for interior and exterior applications with a 5yr exterior warranty. Ask about our Ultra 
Durable Exterior finishes offering a 10 to 20 year warranty. Also available in select Móz Classic, Blendz, and Gradient 
Collections with hand-crafted grains only.

Bengal White (gloss) White Matte Snow (pearl metallic textured) White Sand (textured)

Cream Metallic Silver Metallic Nickel Dark Grey Metallic

Gold Metallic Copper Metallic Rusted Copper Metallic Bronze Sand (textured)

Cognac Rust(textured) Black Sand (textured) Black Matte

SAMPLING

Due to the large scale of the laser cut patterns, samples are often scaled down. Powder coat color chips are available 
to aide in selecting a finish. 

GENERAL WARRANTY 
Due to the production process, no two sheets are exactly alike. Some surface irregularities as well as color and pattern variations will appear. 
We recommend that you inspect the material before cutting or mounting by simply lifting up the edge of the protective mask and laying it 
back down. If any material proves to be defective, Móz Designs will be liable for the cost of that material only. In order to prove material 
defective a sample must be provided to Móz Designs for review. No other warranty is expressed or implied.  

Spec Formula Material - Collection - Pattern - Color

Example 3/16” Aluminum - Laser Cut - CrissCross - Black Sand Powder

Móz Designs Inc.  | P 510.632.0853 mozdesigns.com

© 2020 Moz Designs Inc. | Specifications and pricing subject to change without notice. Please refer to our website for the most current version of this document.

Revision 11.16.2020 Page  of  4 35
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Wind 

Speed 

Wall 

Force 

Horizontal 

Force 

Vertical 

Force 

HLC VLC 

90 155.7 61.8 61.8 0.40 0.40 
130 326.0 128.0 124.6 0.39 0.38 
170 547.0 219.8 214.3 0.40 0.39 
200 774.7 308.7 298.6 0.40 0.39 
      
    0.40 0.40 

CATALOG  NO. 625XPI Rev:  MAR 2018 

MODEL 625XPI 
 

STANDARD CONSTRUCTION 
 Material: Extruded Aluminum 6063-T6 
 Vertical Supports: 5” x 2” x .125” Aluminum Support Channels 
 Blades  6” (152mm) deep, 0.081” (2.1mm) nominal wall thickness 
 Blade Spacing: 5” (127mm) on center 
 
 

OPTIONAL ACCESSORIES 
 Cap Flashing 
 Hinged Access Panels 
 Visible Mullions 
 Invisible Mullions for continuous blade appearance 
 

FINISHES 
 2 coat fluropolymer: Kynar® 500 / Hylar® 5000 custom colors available in 70% 

PVDF (AAMA 2605) or 50% PVDF (AAMA 2604) formulas. 
 3 coat fluropolymer: Kynar 500 / Hylar 5000 custom colors available in 70% PVDF 

(AAMA 2605) formulas.    
 Anodic finishes: Class I and Class II in Clear, Light/Medium/Dark Bronze, 

Champagne, and Black. 
 Prime coat 
 Mill 

 
 

SUGGESTED SPECIFICATIONS 
 General: Furnish and install where indicated on drawings 6” (152mm) Extruded 

Aluminum Inverted Equipment Screen Model 625XPI as manufactured by 
Industrial Louvers, Inc., Delano, MN.   
 

 Material: Extruded aluminum supports and blades shall be one piece 6063-T6 
alloy.  Vertical supports shall have a material thickness of .125” (3.2mm).   Fixed 
inverted blades shall have a material thickness of .081” (2.1mm).  Supports and 
blades shall be joined by stainless steel mechanical fastener. 

 
 Performance:  Horizontal Load Coefficient (HLC) shall be no greater than 

0.40.  Vertical Load Coefficient (VLC) shall be no greater than 0.40. Equipment 
screen shall provide 67.5% visual screening from a horizontal vantage point.  Free 
area shall be approximately 75.8%. 

 
 

 

Vertical Section 

Invisible Vertical 
Mullion 

Corner View 

*Structural Framing by others 

VELOCITY PROFILE CFD DATA 
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When your design requires a roofing system that is both aesthetically pleasing and structurally sound, 
choose one of MBCI’s standing seam metal roof (SSR) systems. Our SSR systems are some of the most 
durable and weathertight roof systems available in the industry, providing longevity while enhancing 
the appearance of the building. 

MBCI offers two types of standing seam metal roofs: vertical leg structural and trapezoidal structural. 
Each system carries the Underwriters Laboratories Wind Uplift (UL 90), Fire Resistance and Impact 
Resistance ratings covering a wide range of roof designs. Additional ratings have been given to the 
individual panel systems.

Special clips are available for thermal roof expansion and contraction during extreme temperature 
changes. All trim is both weathertight and aesthetically pleasing, giving the roof a clean, finished 
appearance.

Above Photo

�������� G̃aleton Fire Station  ������
� G̃aleton, CO   ��
�˜���	���  BattenLok® HS, PBU   �����˜ Coal Black, Ash Gray

STANDING SEAM  
METAL ROOFING
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�Ÿ�‚�”˜
†����
�ŒŠ

When your roof calls for a curved standing seam metal roof, Curved BattenLok® is an ideal 
choice. The Curved BattenLok® profile is a water shedding, curved standing seam metal roof 
system with a two-inch tall standing seam that is field-seamed during the installation process. 
Striations are standard and added for aesthetic value.

Curved BattenLok® is a structural roofing panel that may be curved to a minimum radius of 20 
feet and can be installed directly over purlins or joists. This curved standing seam metal roof 
system can also be installed over wood decks and metal decks with rigid insulation. Open 
framing applications eliminate costly curved deck surfaces and membrane underlayments. For 
large projects and/or long panels, the curving process for the curved standing seam metal roof 
system may best be accomplished at the job site.

Ž˜ ���•˙˝“’˙ˇ��˜ Roof 
Ž˜ �ˇ‡�‘“…�˜‹˙š’��˜ 16"
Ž˜ �“��•˜�’’“˝�˚��’�˜ Concealed Fastening 
System, Low, High (fixed or floating)

Ž˜ ™“…�˘�˜24 (standard); 22 (optional)
Ž˜ ��−’‘��  Smooth Striated (standard)
Ž˜ �ˇ“’˙�…˘�˜ Galvalume Plus®, Signature® 200, 
Signature® 300

†����
�ŒŠ˜„� BattenLok® HS is a mechanically field-seamed, high strength structural standing seam roof 
system. The BattenLok® HS panels have a two-inch tall vertical seam and are available in both 
12-inch and 16-inch widths. BattenLok® HS can be installed directly over purlins or bar joists 
and is capable of transitioning from roof to fascia. BattenLok® HS does not require a solid 
substructure for support.

Ž˜ ���•˙˝“’˙ˇ��˜ Roof 
Ž˜ �ˇ‡�‘“…�˜‹˙š’�˘�˜ 12", 16"
Ž˜ �˙�˙˚˚˜�•ˇ���˜ ½:12
Ž˜ �“��•˜�’’“˝�˚��’�˜ Concealed Fastening 
System, Low, High (fixed or floating), Utility (no 
insulation clearance)

Ž˜ ™“…�˘�˜24 (standard); 22 (optional)
Ž˜ ��−’‘��  Smooth or Embossed; with Striations 
or Striations with Pencil Ribs (16" only)

Ž˜ �ˇ“’˙�…˘�˜ Galvalume Plus®, Signature® 200, 
Signature® 300, Signature® 300 Metallic

16" Striated with Pencil Ribs

12" or 16"

2"

16"

2"

�������� Ẽast Texas Food Bank  ������
� T̃yler, TX   ��
�˜���	���  BattenLok® HS  �����˜ Slate Gray

Product Specifications

Product Specifications
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22 |̃ ˚˛˝˙ˆ˝ˇ˚ |̃ ˘�ˇ�ˆ˚˛˝˙ˆ˝ˇ˚

����˜¥˜	��„�
™ All trim and flashing is available in the same gauge and finish as our panel offerings. A complete 
selection of standard trim and made-to-specification flashing in lengths up to 20 feet, three 
inches is available upon request. All flashing is designed to minimize exposed fasteners.
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MBCI conforms to industry-accepted metal and finish coating standards. Physical properties 
are available upon request. MBCI is committed to an aggressive, independent physical testing 
program to continually comply with guidelines on water penetration, uplift ratings and 
structural performance.

MBCI’s metal panels are energy efficient, recyclable, durable, lightweight and cost-effective. Our 
panels are comprised of 25 percent to 35 percent recycled materials and our single skin panels 
are virtually 100 percent recyclable. 

Cool metal roofing provides energy savings, offering both economical and environmental 
benefits. As a proud ENERGY STAR® Partner, our cool roof colors have reflectivity performance 
that met ENERGY STAR criteria for roof pitches greater than 2:12. 

Our insulated metal panels (IMPs) have high R-values, which provide superior thermal 
performance and reduced energy consumption, allowing for smaller greenhouse gas emissions 
and reduced energy costs for building owners. IMPs also mitigate thermal drift, which is common 
when using unfaced polyisocyanurate rigid board insulation.

IMPs qualify as continuous insulation (ci) where required by the International Energy 
Conservation Code® (IECC) and ASHRAE 90.1. This allows for insulation to be free from significant 
thermal bridging. And, because of their unique self-sealing side joints, IMPs also function as an 
important part of a Continuous Air Barrier (CAB) system.

™���
˜†Ÿ�”�
™˜
†�
�	���

�������� Ãxiom Apartments   ������
� S̃an Antonio, TX  ��
�˜���	���  PBR   �����˜ Galvalume Plus
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The base metal is 22-, 24- or 26-gauge steel manufactured from either high-strength 
Galvalume® produced to ASTM A792/A792M-AZ50 or AZ55, Grade 50 or HDG produced to 
ASTM A653/A653M-G90 structural aluminum. Finishes include baked enamel, urethane 
and Plastisol. All materials are available smooth or stucco-embossed.

All metal architectural panels have wide, flat surfaces to meet the demands of today’s 
design. While MBCI has recognized and responded to this requirement, we have a 
responsibility to advise that a wide and perfectly flat appearance is not always possible. 
In some wide products, panel distortion—called oil canning—may occur and require 
additional aesthetic tolerance and/or additional support behind the panel face. Heavier 
gauges, narrower widths, striations and embossing minimize oil canning.

MBCI offers one of the largest color selections in the industry. Each of our paint colors 
qualifies as a cool roof on sloped roofs above 2:12. Our applied finishes work as an 
excellent alternative to masonry or tilt-wall construction and are available on our  
insulated metal panels.

Signature® 300/Signature® 300 Metallic
This fluorocarbon paint system combines ceramic pigmentation with polyvinylidene 
fluoride (70 percent of resin solids) for a superior, long-lasting finish. Outstanding 
performance and durability are achieved through this proprietary resin technology. 
Signature® 300 is recognized as providing unsurpassed performance in critical areas 
such as color retention, film erosion rate and chemical resistance.

Signature® 200
Signature® 200 is a thermoset coating system composed of polyester resin modified 
by copolymerization with a functional silicone resin intermediate. With high quality 
ceramic pigmentation, Signature® 200 offers optimum exterior protection plus superior 
resistance to chemical corrosion and ultraviolet radiation. Signature® 200 represents 
the most sophisticated silicone polyester coating system in the industry.

��������˜¥ ˜
�����
™�

Forty-year limited paint warranties are available upon written request and project 
qualification for all paint colors except Brite Red, which has a 25-year warranty. A  
10-year warranty is available for applied finishes. (Outside the continental United 
States, please inquire.)
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�������� M̃onarch School  ������
� H̃ouston, TX  ��
�˜���	���  SuperLok®, Galvalume Plus®
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Descriptions and specifications contained herein were in effect at the 

time this publication was approved for printing. In a continuing effort 

to refine and improve products, MBCI reserves the right to discontinue 

products at any time or change specifications and/or designs without 

incurring obligation. To ensure you have the latest information available, 

please inquire or visit our website at www.mbci.com. Application details 

are for illustration purposes only and may not be appropriate for all 

environmental conditions, building designs or panel profiles. Projects 

should be designed to conform to applicable building codes, regulations 

and accepted industry practices. If there is a conflict between this manual 

and project erection drawings, the erection drawings will take precedence. 

Some of MBCI single skin product is manufactured by CENTRIA.

0701229991101/RevA/MS/0122

www.mbci.com   |   shop.mbci.com
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PERMANIZER®

EXTERIOR PAINT

CONFORMANCE STANDARDS
VOC:  <50 g/L  VOC compliant in all regulated areas. 
Meets MPI Categories: 10, 11, & 15

RECOMMENDED 3-STEP PAINTING PROCESS 
1. PREPARE 

Select personal protective equipment, surface preparation supplies,  
and ensure nearby surfaces are protected.

2. PRIME & SEAL 
Prime the surface with our problem-solving products, if applicable.

3. FINISH  
Apply top coat for a beautiful finish.

This 100% acrylic formula provides a premium, long-lasting exterior finish with 
a tough, durable film, super adhesion, industry advanced UV protection and dirt, 
moisture, and tannin resistance–backed by a limited lifetime warranty against 
cracking, flaking and peeling. The advanced properties of PPG Permanizer 
are specifically formulated to resist mildew on the paint film and contains a 
preservative to prevent discoloration by algae. Permanizer provides industry 
advanced UV protection and dirt resistance to keep exterior colors looking like 
new for years to come. Permanizer helps to extend the painting season with 
application at temperatures as low as 35°F and also provides excellent early 
moisture resistance.

FEATURES & BENEFITS
• Outstanding dirt resistance provides a 

consistently clean appearance

• Enhanced UV resistance 
means colors stay true

• One coat hide* saves time and money

• Excellent adhesion minimizes 
peeling and cracking, meaning 
paint lasts longer

* Some colors, drastic color changes, or porous 
surfaces may require more than one coat to 
achieve a uniform finish

OUTSTANDING 
DIRT RESISTANCE

ENHANCED UV RESISTANCE

ONE COAT HIDE*

100% ACRYLIC LATEX

Josh Robinson
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PERMANIZER® 
AVAILABLE SHEENS

CODE BASE SIZES

FLAT

759-10 White & Pastel 1s, 5s

759-20 Midtone 1s, 5s

759-40 Ultra Deep 1s, 5s

SATIN

769-10 White & Pastel 1s, 5s

769-20 Midtone 1s, 5s

769-40 Ultra Deep 1s, 5s

SEMI-GLOSS

749-10 White & Pastel 1s, 5s

749-20 Midtone 1s

749-40 Ultra Deep 1s

Visit ppgpaints.com for more information.
PPG Architectural Finishes, Inc. •  400 Bertha Lamme Drive  •  Cranberry Twp, PA 16066  
Technical Service: 1-800-441-9695  •  Architect/Specifier: 1-888-774-7732  

©2019 PPG Industries, Inc. All Rights Reserved. The PPG Logo is a registered trademark of PPG Industries Ohio, Inc. Permanizer is a registered trademark of of PPG Architectural Finishes, Inc.
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PPG DURANAR® solid color,  
mica and metallic coil coatings

Trusted performance. 
Exceptional color.
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Text Box
MT-08

Josh Robinson
Text Box
METAL FINISHES



Tough. Colorful. Trusted for over 50 years. 

Duranar coil coatings are multi-coat systems consisting of, at a minimum, 
a corrosion-inhibitive primer and a fluoropolymer topcoat. Depending on 
substrate, color, effect and end-use location, some Duranar products may 
require additional barrier coat and clear coat layers. 

These products deliver outstanding aesthetics and durability for an array 
of high-end architectural applications, including metal roof and wall 
panels. Duranar coil coating systems combine PPG-proprietary resin and 
pigment technologies with 70% fluoropolymer base resins. Trusted by 
architects and builders for more than 50 years, they have set the standard 
for excellence in architectural finishes with their proven resistance to 
color fading, acid rain, ultraviolet rays, chipping and peeling when properly 
applied by an approved applicator.

Duranar coil coating systems meet or exceed AAMA 2605 performance 
requirements. They are available in a wide range of consistent and stable 
colors, and approved for use on properly cleaned and treated aluminum 
and coated steel products such as G90 hot-dip galvanized, GALFAN®, 
GALVALUME® and ZINCALUME® substrates. 

Suggested markets

Building products

Suggested end uses

Building panels

High-end storefronts

Curtain walls

Roof panels

• Long-term durability 
• Excellent resistance to chalk and 

color fade, preserving building 
aesthetics

• Outstanding corrosion resistance
• Excellent flexibility helps with 

rigorous post-forming operations

• High resistance to chemical attack 
• Minimal maintenance: can be 

cleaned with mild detergents  
and solvents

• Minor scratches can be repaired  
in the field

The PPG Benefit

Via 57 West  
Duranar Sunstorm Coatings

Josh Robinson
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Duranar coil coating products

Duranar Solid Color Coil Coating System

When it comes to architectural design, color matters. So does 
performance. That is why generations of architects and building owners 
have counted on Duranar coil coatings to protect and beautify their metal 
building surfaces in various climates around the world. PPG offers an 
extensive color palette in a wide range of formulations, each designed to 
provide the desired balance of cost, aesthetics and performance.  

Duranar SUNSTORM® Mica-Effect Coil Coating System

Duranar Sunstorm coating systems feature the same two-coat 
application as conventional Duranar solid color coating systems, 
adding pearlescent mica flake to the color layer to create a dazzling 
metalescent look — without the need for aluminum flake or a third-layer 
clear coat. Duranar Sunstorm coatings can also be formulated with PPG’s 
proprietary ULTRA-COOL® infrared (IR)-reflective coating technology to 
help make buildings cooler, more comfortable and more energy-efficient.

Duranar XL Metallic Coil Coating System

Duranar XL metallic coating systems offer added protection on metal 
roofs, wall panels and architectural components in difficult seacoast and 
industrial environments. The three- and four-coat systems consist of a 
primer, a barrier coat, a color coat (with or without mica flake) and a clear 
topcoat. The clear topcoat protects the color coat from atmospheric 
pollutants and enhances its durability. The barrier coat provides excellent 
UV protection for the primer when semi-transparent colors are applied. 
The overall film thickness creates a system with outstanding barrier 
protection, corrosion resistance, chemical resistance and toughness.

Nemours / Alfred I. DuPont 
Hospital for Children
Duranar Sunstorm 
and Duranar XL Coatings

Bridgeport Active Healthcare 
Duranar Sunstorm Coatings
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Performance Properties* Test Standard Aluminum Coated Steel1

Pencil Hardness ASTM D3363 F – 2H F – 2H

Flexibility (T-Bend)2 ASTM 4145 0 – 2 T-bend; no pick-off 0 – 2 T-bend; no pick-off

Adhesion ASTM D3359 No adhesion loss No adhesion loss

Reverse Impact
ASTM D2794 
1.5 x metal thickness (aluminum) 
3.0 x metal thickness (coated steel)

 
No cracking or adhesion loss 
No cracking or adhesion loss

 
No cracking or adhesion loss 
No cracking or adhesion loss

Acid Resistance
ASTM D1308 
10% muriatic acid – 24 hours 
20% sulfuric acid – 18 hours

 
No effect 
No effect

 
No effect 
No effect

Acid Rain Test Kesternich SO2, DIN 50018
15 cycles minimum 
No objectionable change

15 cycles minimum 
No objectionable change

Alkali Resistance
ASTM D1308 
10%, 25% NaOH, 1 hour

No effect No effect

Salt Spray Resistance
ASTM B117 
5% salt fog @ 95˚ F (35˚ C)

None or few #8 blisters;
> 1/16” scribe creep average 
Passes 4,000 hours

None or few #8 blisters;
> 1/16” scribe creep average  
Passes 1,000 hours

Humidity Resistance
ASTM D714, ASTM D2247, 
100% relative humidity  
@ 95° F (35˚ C)

Passes 4,000 hours 
No #8 blisters

Passes 1,500 hours 
No #8 blisters

Exterior Exposure
ASTM D2244, ASTM D4214 
10 Years @ 45°, South Florida

Maximum 5 fade 
Maximum 8 chalk

Maximum 5 fade 
Maximum 8 chalk

PPG Industrial Coatings • One PPG Place, Pittsburgh, PA 15272 • 1.800.258.6398 • ppgmetalcoatings.com

This document contains general information only and should not be construed as creating any warranties, express or implied.  
Please contact a PPG representative for additional information. 

Duranar, the PPG Logo, Sunstorm and ULTRA-Cool are registered trademarks and We protect and beautify the world is a 
trademark of PPG Industries Ohio, Inc. Galfan is a registered trademark of Galfan Technology Centre Inc. Galvalume is a registered 
trademark of BIEC International, Inc. Zincalume is a registered trademark of BlueScope Steel Limited. The IN Logo is a registered 
trademark of LinkedIn Corporation. ©2019 PPG Industries, Inc. All rights reserved. 09/19 PPG-146

Via 57 West 
New York, NY

Photos by Tom Kessler

432 Park Avenue 
New York, NY

Photos by Tom Kessler

Bridgeport Active Healthcare 
Toronto, ON

Photo by Tom Arban 

Nemours / Alfred I. DuPont 
Hospital for Children 
Wilmington, DE

Photos by Tom Kessler

Product Characteristics Test Standard Aluminum Coated Steel1

Dry Film Thickness ASTM D1400

0.20-0.30 mil primer 
0.70-0.80 mil color/metallic 
0.30-0.40 mil clear topcoat

0.20 mil primer 
0.75 mil barrier 
0.75 mil color/metallic 
0.50 mil clear topcoat

Gloss
ASTM D523  
Standard @ 60˚ 
Low gloss @ 85˚

 
25 - 35 
< 10

 
25 - 35 
< 10

1 Coated steel includes G90 hot-dip galvanized, Galfan, Galvalume and Zincalume substrates.
2 Fracturing or rupturing of substrate will rupture coatings. Heavy-gauge and clad steel substrates impose limitations on formability. 

Duranar coatings are generally flexible beyond the point of substrate rupture.

Shown:

Duranar coil coating products
Characteristics and performance apply to Duranar Solid, Duranar Sunstorm and Duranar XL coating systems.
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S K Y S C A P E C A N O P I E S . C O M

(877)  347–0868 TOLL FREE

(770)  674 – 6452  OFFICE 

Sales@SkyScapeCanopies.com

SkyScape® Architectural Canopies are available in a 

variety of profiles and styles. Our hanger-supported 

canopies enhance the surrounding architecture and 

can help highlight signage and brand awareness. 

The support hangers and wall mounting plates 

can be designed to enhance a facade and 

lend distinction to any building or storefront. 

SkyScape canopies are fabricated using 

extruded aluminum components for unbeatable 

strength and durability. Capable of withstanding 

even the harshest weather conditions, they 

can last years without rusting or corroding. And 

because our manufactured canopies are welded, not 

thru-fastened, field installation is simplified to ensure a 

top-quality product with a fast completion time.

TYPE OF BUILDINGS  

& APPLICATIONS

Retail Buildings

Education

Shopping Centers

Storefronts

Office Buildings

Parking Garages

Renovation Projects

FEATURES

Engineered

Fascia Options

Deck Options

Strength & Durability

Drainage Options

Finish Options

HANGER-SUPPORTED CANOPIES
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S K Y S C A P E C A N O P I E S . C O M

SKYSCAPE® ARCHITECTURAL CANOPIES 
2885 N Berkeley Lake Rd, NW, Suite 14  \  Duluth, GA 30096
(877) 347–0868 TOLL FREE   \   (770) 674–6452 OFFICE

Sales@SkyScapeCanopies.com

SECTION DETAIL

WALL MOUNT DETAIL

FASCIA OPTIONS

EndPlan

Brick/Block with Thru Bolt  

EIFS with Thru Bolt

Tilt Up Wall with Thru Bolt

Metal BuildingCMU with Thru Bolt

+ 8" extension

 + 6" extensionJ-12" Extruded + 8" extension+ 2" extension

C-8" Extruded

J-8" Extruded + 2" extension + 4" extension + 6" extension

+ 4" extension

C-12" Extruded

DECKING OPTIONS

6" Flat Deck 
Extruded

6" V-Deck 
Extruded

Corrugated

1.5" x 16" Flat

2" x 16" Flat

1" x 12" 
Standing Seam 

HANGER-SUPPORTED CANOPIES
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EDENS PLAZA FACADE COMPARISON
Wilmette, IL

FEBRUARY 21, 2022



EDENS PLAZA | FACADE COMPARISON  |  February 21, 2022 2

01.24.2022 PROPOSED

02.21.2022 PROPOSED

FACADE COMPARISON
EAST ELEVATION
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FACADE COMPARISON
NORTH ELEVATION

01.24.2022 PROPOSED

02.21.2022 PROPOSED
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FACADE COMPARISON
WEST ELEVATION

01.24.2022 PROPOSED

02.21.2022 PROPOSED
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FACADE COMPARISON
EAST ELEVATION

01.24.2022 PROPOSED

02.21.2022 PROPOSED
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FACADE COMPARISON
SKOKIE BLVD. ENTRY

01.24.2022 02.21.2022
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FACADE COMPARISON
EAST  ELEVATION

01.24.2022 02.21.2022
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FACADE COMPARISON
NORTH  ELEVATION

01.24.2022 02.21.2022
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FACADE COMPARISON
WEST ELEVATION (FROM EDENS EXPY SOUTH BOUND)

01.24.2022 02.21.2022
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FACADE COMPARISON
WEST ELEVATION (FROM EDENS EXPY)

01.24.2022 02.21.2022
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FACADE COMPARISON
WEST ELEVATION (FROM EDENS EXPY NORTH BOUND)

01.24.2022 02.21.2022
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