
 
 

1200 Wilmette Avenue 
Wilmette, IL  60091 

 
 

COMMUNITY DEVELOPMENT (847) 853-7550 
DEPARTMENT Fax (847) 853-7701 

 TDD (847) 853-7634 

NOTICE OF MEETING 
of the  

APPEARANCE REVIEW COMMISSION 
OF THE VILLAGE OF WILMETTE 

 
Monday, March 6, 2017 at 7:30 P.M. 

Second Floor Training Room 

AGENDA 

 
I. Call to Order 

II. Approval of Minutes 

Minutes of the Appearance Review Commission of February 6, 2017 

III. Consent Agenda 

 2017-AR-06, 165 Green Bay Road, Subway, Projecting and Multi-Tenant 
Directory Sign, Certificate 

IV. Case 

 2017-AR-05, 201 Sheridan Road, Baker Demonstration School, Certificate 

 2017-AR-08, 3115-3119 Lake Avenue, WWP HHI, LLC, Certificate 

V. Public Comment 

VI. Adjournment 

William Bradford, Chair 

 
IF YOU ARE A PERSON WITH A DISABILITY AND NEED SPECIAL ACCOMMODATIONS TO PARTICIPATE 

 IN AND/OR ATTEND A VILLAGE OF WILMETTE PUBLIC MEETING, PLEASE NOTIFY THE VILLAGE  
MANAGER’S OFFICE AT (847) 853-7509 OR TDD  (847) 853-7634 AS SOON AS POSSIBLE. 
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V I L L A G E   O F   W I L M E T T E 

1200 Wilmette Avenue 
WILMETTE, ILLINOIS 60091-0040 

 

MEETING MINUTES  

 

APPEARANCE REVIEW COMMISSION 

 

MONDAY, FEBRUARY 6, 2017  

7:30 P.M. 

SECOND FLOOR TRAINING ROOM 

 

 
Members Present: William Bradford, Chairman 

Daniel Elkins  
Mason Miller 
Craig Phillips 
Carrie Woleben-Meade    
 

Members Absent:  Dan Collyer 
 
Guests: Lynn Dee, 1616 Sheridan Road 
 Christopher Kaechele, 1616 Sheridan Road 
 Omar Bailey, 35 E Wacker Drive 
 Damen Wilson, 35 E Wacker Drive 
 
Staff Present:  Lucas Sivertsen, Business Development Coordinator 
 
 
I. CALL TO ORDER 

 
Chairman Bradford called the meeting to order at 7:30 p.m. 

 
II. APPROVAL OF MINUTES; APPEARANCE REVIEW COMMISSION MEETING 

OF JANUARY 9, 2017. 

 

Ms. Woleben-Meade moved to approve the January 9, 2017 meeting minutes as submitted.  
The motion was seconded by Mr. Elkins.  Voting yes:  Chairman Bradford and 
Commissioners Elkins, Miller, Phillips, Woleben-Meade.  Voting no: none.  The motion 

carried. 
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III. CONSENT AGENDA 

 
Mr. Phillips moved to approve an Appearance Review Certificate for Case 2017-AR-07, 
723 Ridge Road, Peterson Orthodontics, Certificate.  The motion was seconded by Mr. 
Elkins.  Voting yes:  Chairman Bradford and Commissioners Elkins, Miller, Phillips, 
Woleben-Meade.  Voting no: none.  The motion carried. 

 
IV. CASES 

 
2017-AR-04 1616 Sheridan Road 

1616 Condominium Association Appearance Review Certificate 
 
Mr. Sivertsen called Case 2017-AR-04, 1616 Sheridan Road, 1616 Condominium 
Association, for an Appearance Review Certificate to install a new trash enclosure. 
 
Mr. Christopher Kaechele said he was the fence contractor.  The proposal is to construct a 
PVC fence to enclose the dumpsters in the northwest corner of the property. 
 
Mr. Bradford said it appeared the fence would be installed on the south and east and that 
the existing retaining wall would enclose the area to the west and north. 
 
Mr. Kaechele said that was correct. 
 
Mr. Elkins asked about the proposed height of the fence.  He wasn’t sure if the fence would 
actually screen the dumpsters if the top foot of the fence was a decorative picket. 
 
Ms. Lynn Dee said the dumpsters are only about 4 feet in height. 
 
Ms. Woleben-Meade asked the applicant if they felt strongly about the picket on the top. 
 
Ms. Dee said she didn’t feel strongly about the picket.  It was the request of one of the 
home owner’s association board members to match the look of the other fence which had 
recently been installed. 
 
Mr. Bradford said he thought it was a better idea to replace the picket with a continuation 
of the solid fence. 
 
Mr. Phillips said he didn’t have a problem with the height as much as he did with the 
material.  In his experience, PVC is not a very durable material. 
 
Ms. Dee said their thought was that PVC is low maintenance since it won’t chip or fade. 
 
Ms. Woleben-Meade said PVC can crack since its hollow, which can lead to a different 
kind of maintenance.  If it were a resin product which is solid it would be much more 
durable. 
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Mr. Kaechele said the PVC is maintenance free, but once it is damaged the repair bill is 
going to be much more than it would if it were a wooden fence.  It will crack as 
Commissioner Woleben-Meade stated. 
 
Mr. Bradford asked if there was any consideration given to using protective bollards so the 
fence would be less likely to be damaged. 
 
Mr. Kaechele said bollards weren’t requested, but they could look into the matter. 
 
Mr. Elkins said PVC fencing isn’t necessarily prohibited.  He felt it would be up to the 
management company. 
 
Ms. Woleben-Meade said if low maintenance was the board’s concern there are better 
options out there like Azek that are solid composite materials. 
 
Mr. Elkins moved to approve Case 2017-AR-04, 1616 Sheridan Road, 1616 Condominium 
Association, for an Appearance Review Certificate to install a trash enclosure as submitted 
with the modification that the fence will be a solid fence from grade to approximately 6 
feet above grade in lieu of the accent pickets as shown in the submittal.  The motion was 
seconded by Mr. Miller.  Voting yes:  Chairman Bradford and Commissioners Elkins, 
Miller, Phillips, Woleben-Meade.  Voting no: none.  The motion carried. 

 
2017-AR-05 201 Sheridan Road 

Baker Demonstration School Appearance Review Certificate 
 
Mr. Sivertsen called Case 2017-AR-05, 201 Sheridan Road, Baker Demonstration School, 
for an Appearance Review Certificate to remodel the vestibule on the north elevation of the 
building. 
 
Mr. Omar Bailey stated they are doing a renovation to the front entry of the building as 
well as an interior renovation to the front office area.  The main concerns for the project 
were student safety and wayfinding.  The existing entry is setback under the colonnade.  
They hope to make the entrance more visible. 
 
Mr. Bradford asked what was proposed for the west face of the vestibule. 
 
Mr. Damon Wilson said the west face of the vestibule was thicker to accommodate some 
heating equipment inside the vestibule.  They added some circular windows to add some 
playfulness to the entry.  The exterior was proposed to be stucco to match the stucco ceiling 
of the colonnade.  The other exterior walls and doors of the vestibule are intended to be 
welcoming and clear. 
Mr. Bradford asked the applicant to describe in more detail the proposed canopy. 
 
Mr. Bailey said the canopy would be metal with a blue finish. 
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Mr. Miller asked how the canopy would be supported. 
 
Mr. Bailey said there would be tie rods supporting it from above.  It would be a curved 
steel plate fabricated by an awning manufacturer. 
 
Mr. Elkins said he wasn’t sure the awning would be able to be that thin based off his 
experience. 
 
Mr. Bailey said they are planning to extend the canopy out as far as possible, but the intent 
is not for people to stand beneath the canopy for shelter.  It’s more of an identifier.  They 
will need to work with the manufacturer on the structural details.  It would extend roughly 
3 to 4 feet from the building. 
 
Mr. Elkins said he is not against the design, he is just not sure they will be able to construct 
the awning as drawn in the rendering.  He was also wondering if they were going to have 
some diverters for rain.  The door framing is pretty minimal.  He wonders if they will be 
able to accomplish this structurally as drawn. 
 
Mr. Wilson said their goal is to get the door framing as minimal as possible. 
 
Mr. Elkins said he doesn’t have an objection esthetically to the stucco, but thinks it might 
not be durable enough for the location that close to the ground. 
 
Mr. Sivertsen asked if the arch of the canopy would match the arch of the entrance. 
 
Mr. Bailey said he thought the manufacturer could do that. 
 
Mr. Miller asked if the canopy manufacturer would do the engineering for the canopy and 
if have they commented on the thinness of the profile. 
 
Mr. Bailey said they would do the engineering, but they haven’t yet commented on the 
profile.  They haven’t gotten to that point yet. 
 
Mr. Phillips said he didn’t think they had enough information to vote on the request.  The 
concept is fine, but there are some technical details that still need to be worked out. 
 
There was consensus among the commission that the design was going in the right 
direction, but that some of the details needed to be worked out. 
 
Mr. Bailey said they were also considering installing exterior lighting fixtures on either 
side of the vestibule to help better define the entrance. 
 
Ms. Woleben-Meade moved to continue Case 2017-AR-05 to the March 6, 2017 meeting.  
The motion was seconded by Mr. Phillips.  Voting yes:  Chairman Bradford and 
Commissioners Elkins, Miller, Phillips, Woleben-Meade.  Voting no: none.  The motion 

carried. 
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V. PUBLIC COMMENT 

 
There were no additional public comments. 

 
VI. ADJOURNMENT 

 
At 8:18 p.m., Mr. Elkins moved to adjourn the meeting.  The motion was seconded by Mr. 
Phillips.  Voting yes:  Chairman Bradford and Commissioners Elkins, Miller, Phillips, 
Woleben-Meade.  Voting no: none.  The motion carried. 

 
 



 
 

1200 Wilmette Avenue 
Wilmette, IL  60091 

 
COMMUNITY DEVELOPMENT (847) 853-7550 
DEPARTMENT Fax (847) 853-7701 
 TDD (847) 853-7634 

March 3, 2017 
 
To:  Chairman Bradford and the Appearance Review Commission 
 
From:   Lucas Sivertsen, AICP 
  Business Development Coordinator 
 
Re:  Consent Agenda for March 6, 2017 

 
Attached is one conforming proposal.  The Commission should determine whether this proposal 
meets the Standards of Review for an Appearance Review Certificate.  If you would like to remove 
an item from the Consent Agenda, please bring it to my attention on Monday, March 6, 2017 and 
I will notify the petitioner to be present at the meeting to discuss the proposal. 
 
2017-AR-06 Subway 165 Green Bay Road 
 
The petitioner wishes to install a new projecting sign and multi-tenant directory sign. 
 

Sign Ordinance Proposed Sign  

A business use may display one projecting 
sign per street frontage. 

A projecting sign is proposed for the Green Bay 
Road frontage. 

A projecting signs is limited to six square feet 
in area. 

The proposed projecting sign is 6 square feet in 
area. 

Maximum information displayed for 
projecting sign – seven items of information. 

Proposed information on the projecting sign 
includes the business name. 

Multi-tenant directory ground signs are 
permitted up to 16 square feet in size. 

The proposed multi-tenant directory sign is 9.15 
square feet. 

 
The applicant wishes to install a non-illuminated projecting sign with metal cabinet.  The multi-tenant 
directory sign would be internally illuminated with a metal cabinet painted bronze to match the 
window frames on the building.  The face of the sign would be translucent where the business name 
and logo are displayed.  The background of the sign face would be opaque and match the color of 
the cabinet. 
 
Applicable Sections of the Wilmette Zoning Ordinance: 
16-10.G states the regulations for projecting signs 
16-10.C states the regulations for directory signs 















Report to the Appearance Review Commission 
from the  

Department of Community Development 
 

Case Number: 2017-AR-05 

 
Property: 201 Sheridan Road 
 

Zoning District: R1-H, Single-Family Detached Residence 
 

Petitioner: Baker Demonstration School 
 

Request: The petitioner requests an Appearance Review Certificate to 
remodel the vestibule on the north elevation of the building. 

 

Applicable Provisions of 20-3.5, Appearance Review Commission Powers 
Ordinances: 20-5.7, Appearance Review Certificate 
 

Meeting Date:    February 6, 2017 
     March 6, 2017 
 
Date of Application: January 9, 2017 
 
Notices: Certificate of Posting dated, January 19, 2017 
 

Report Prepared By: Lucas Sivertsen, AICP 
 Business Development Coordinator 
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Description of the Property 

The Subject Property is located on the southwest side of the intersection at Sheridan Road and Maple 
Avenue.  The property is irregular in shape with 276.5.0’ of frontage on Maple Avenue and 303.0’ of 
frontage on Sheridan Road.  The property is approximately 165,092 square feet in area.  The property is 
improved with a three-story school, two parking lots, and play field. 
 
To the north, west, and south are properties zoned R1, Single Family Residence and improved with single-
family homes.  To the east are properties within the corporate limits of the City of Evanston that are zoned 
R1 and improved with single-family homes. 
 
Description of Request 

The petitioner requests an Appearance Review Certificate to remodel the vestibule on the north elevation 
of the building. 
 
In 2016 Baker Demonstration School was granted zoning approval for a campus remodel that included 
extensive stormwater management improvements, synthetic turf fields, and new playgrounds.  As part 
of their improvement plan they are now seeking approval for modifications to the existing building. 
 
The modifications proposed will extend the vestibule to be in line with the outer edge of the colonnade.  
The intent is to provide a more defined entry to the school building.  In addition to the placement of the 
vestibule the materials used will help define the entry.  Clear anodized framing will be used in contrast 
to the existing dark painted window framing. 
 
Since the previous meeting, the applicant has provided additional information the on the framing system 
for the windows and awning. 
 
Action Required 

The Appearance Review Commission may grant an Appearance Review Certificate provided they 
determine the proposal meets the following standards of review. 
 

Appearance Review Certificate Standards of Review 

 
1. All sides of a structure receive design consideration. 
 
2. If the side or rear of the structure faces a street, a residential use, or a property located in a 

residential zoning district, the exterior materials used on the side or rear are comparable in 
character and quality to the exterior materials used on the facade of the structure. 

 
3. Materials used in the construction and design of the structure are of durable quality. 
 
4. Mechanical equipment is located or screened so as not to be visible from surrounding streets 

and properties.  
 
5. The scale and placement of the structure on the site is appropriate to the proportion of the site 

covered by the structure and the location of the structure in relation to its lot lines. 
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6. Building design and placement must take into consideration natural grade conditions, existing 

vegetation, and other natural features. 
 
7. Excessive similarity or dissimilarity in design in relation to surrounding or adjoining 

structures is discouraged, including but not limited to building height, exterior materials, 
building mass, roof line, and architectural features. 

 
8. Design takes into consideration the relationship to the street and the pedestrian environment. 
 
9. Parking, storage, and refuse areas are located and screened so as not to negatively affect 

neighboring properties. 
 
10. Landscape is designed to maintain existing mature trees and shrubs to the maximum extent 

possible. 
 
11. Landscape provides an aesthetically pleasing design and, where applicable, provides for the 

screening of parking, storage, refuse, and utility areas from the street and adjacent residential 
properties. 

 
12. Selected plant materials shall be suitable to Wilmette’s climate and to their location on the 

site. The use of invasive species is prohibited. Invasive species shall be those included in the 
“Chicago Botanic Garden” list of “Invasive Plants in the Chicago Region.” 

 
13. Parking areas are designed to achieve efficient traffic flow and minimize dangerous traffic 

movements. 
 
14. Signs are of the appropriate design, color and placement to the structure, site and adjoining 

properties, in terms of materials, height, setback from the street, and proportion. 
 
15. Accessory structures, exterior lighting and fences, complement the overall structure and site 

design, in terms of materials, size, and architectural character. 
 
16. For new two-unit dwellings, review is limited to whether or not the proposed structure 

maintains the external appearance of a single-family dwelling. 
 

Case File Documents 

 

Location Maps and Plans 
 
1.1 Submittal Packet 
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Case Minutes 
 

February 6, 2016 201 Sheridan Road 

Baker Demonstration School Appearance Review Certificate 
 
Mr. Sivertsen called Case 2017-AR-05, 201 Sheridan Road, Baker Demonstration School, for 
an Appearance Review Certificate to remodel the vestibule on the north elevation of the 
building. 
 
Mr. Omar Bailey stated they are doing a renovation to the front entry of the building as well as 
an interior renovation to the front office area.  The main concerns for the project were student 
safety and wayfinding.  The existing entry is setback under the colonnade.  They hope to make 
the entrance more visible. 
 
Mr. Bradford asked what was proposed for the west face of the vestibule. 
 
Mr. Damon Wilson said the west face of the vestibule was thicker to accommodate some 
heating equipment inside the vestibule.  They added some circular windows to add some 
playfulness to the entry.  The exterior was proposed to be stucco to match the stucco ceiling of 
the colonnade.  The other exterior walls and doors of the vestibule are intended to be 
welcoming and clear. 
 
Mr. Bradford asked the applicant to describe in more detail the proposed canopy. 
 
Mr. Bailey said the canopy would be metal with a blue finish. 
 
Mr. Miller asked how the canopy would be supported. 
 
Mr. Bailey said there would be tie rods supporting it from above.  It would be a curved steel 
plate fabricated by an awning manufacturer. 
 
Mr. Elkins said he wasn’t sure the awning would be able to be that thin based off his 
experience. 
 
Mr. Bailey said they are planning to extend the canopy out as far as possible, but the intent is 
not for people to stand beneath the canopy for shelter.  It’s more of an identifier.  They will 
need to work with the manufacturer on the structural details.  It would extend roughly 3 to 4 
feet from the building. 
 
Mr. Elkins said he is not against the design, he is just not sure they will be able to construct the 
awning as drawn in the rendering.  He was also wondering if they were going to have some 
diverters for rain.  The door framing is pretty minimal.  He wonders if they will be able to 
accomplish this structurally as drawn. 
 
Mr. Wilson said their goal is to get the door framing as minimal as possible. 
 
Mr. Elkins said he doesn’t have an objection esthetically to the stucco, but thinks it might not 
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be durable enough for the location that close to the ground. 
 
Mr. Sivertsen asked if the arch of the canopy would match the arch of the entrance. 
 
Mr. Bailey said he thought the manufacturer could do that. 
 
Mr. Miller asked if the canopy manufacturer would do the engineering for the canopy and if 
they have commented on the thinness of the profile. 
 
Mr. Bailey said they would do the engineering, but they haven’t yet commented on the profile.  
They haven’t gotten to that point yet. 
 
Mr. Phillips said he didn’t think they had enough information to vote on the request.  The 
concept is fine, but there are some technical details that still need to be worked out. 
 
There was consensus among the commission that the design was going in the right direction, 
but that some of the details needed to be worked out. 
 
Mr. Bailey said they were also considering installing exterior lighting fixtures on either side of 
the vestibule to help better define the entrance. 
 
Ms. Woleben-Meade moved to continue Case 2017-AR-05 to the March 6, 2017 meeting.  The 
motion was seconded by Mr. Phillips.  Voting yes:  Chairman Bradford and Commissioners 
Elkins, Miller, Phillips, Woleben-Meade.  Voting no: none.  The motion carried. 
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Blue Paint for Metal Canopy and Portal Aluminum Frames
Anodized Aluminum for Storefront
Brick for Infi ll Wall



STOREFRONTS AND ENTRANCES
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Tubelite® has been in the business of  
fabricating and distributing architectural  
aluminum products for the glass and  
glazing industry since 1945. Storefront,  
entrance and curtainwall systems are  
available directly from Tubelite® and from  
a network of independent distributors.  
Tubelite’s corporate office is located in 
Walker (Grand Rapids), Michigan, and our 
extrusion plant is in Reed City, Michigan. 
Fabrication, warehouse, and shipping  
operations are located in Walker, Michigan 
and Dallas, Texas. Tubelite’s corporate  
office, fabrication, warehouse, and shipping 
operations are located in our Walker  
(Grand Rapids), Michigan facility, and the 
extrusion plant is in Reed City, Michigan.

Our promise to you is quality in everything 
we do; fast, reliable and consistent delivery; 
and responsible, courteous service with  
a personal touch.

TABLE OF CONTENTS
ENTRANCES ............................................ 3
MODIFIED ENTRANCES ........................... 4
THERMAL ENTRANCES ............................ 4
CUSTOM ENTRANCES ............................. 5
MONUMENTAL DOORS ........................... 5
4500 SERIES STOREFRONT ...................... 6
14000 SERIES STOREFRONT .................... 7
14000 I/O STOREFRONT .......................... 8
14650 SERIES ......................................... 8
VERSATHERM™ FRAMING ..................... 9
3700 SERIES WINDOWS ........................ 10
FINISHES ............................................... 11

14000 Series Center Glazed Storefront,  
0A Clear Anodized; Owner: Nuway  
Construction Headquarters, Elkhart, IN;  
Tubelite Dealer: Quality Glass
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STANDARD ENTRANCES
Our Narrow Stile Doors are designed for light to medium use in commercial and  
retail applications. Standard doors have exterior installation of glass or panels, with  
2-1/8" width stiles and top rails, and the option of 4", 7-1/2" or 10" bottom rails for  
ADA compliance. The smooth design of Tubelite’s door hardware features a convenient  
pull handle and push bar with lock location 36” above the finished floor. Stock doors  
and frames are anodized with clear or dark bronze finishes, and readily available for  
quick delivery.

DURABLE TIE-ROD 
CONSTRUCTION
The strength and flexibility of steel tie-rod 
construction is what holds it all together 
and makes our doors endure. Tie-rod 
assembly is as durable as welded corner 
construction, but superior in many  
ways. Tubelite doors can be modified,  
disassembled or resized right in the 
field. No other door offers you this much 
strength and flexibility.

STANDARD & MODIFIED DOORS (1/8” WALL) NARROW STILE MEDIUM STILE WIDE STILE

Application Average traffic, offices, Moderate traffic, retail Heavy traffic, public  
 strip centers stores buildings
Vertical Stile 1-3/4" x 2-1/8" 4" 5"
Top Rail 1-3/4" x 2-1/8" 4" 5"
Bottom Rail 1-3/4" x 4", 7-1/2", 10" 6-1/2", 7-1/2", 10" 6-1/2", 7-1/2", 10"
Glass Sizes 3/16", 1/4", 3/8", 1" 3/16", 1/4", 3/8", 1" 3/16", 1/4", 3/8", 1"

Note: Dimensions do not include 1/2" glass stops.

Adjustable astragal 
assembly. Narrow 
meeting stile.

Standard Narrow Stile  
1-3/4" x 2-1/8" Door with  
10" Bottom Rail; 0A Clear  
Anodized Finish; 1/4" Glass

WE LISTEN
Members of our management  
staff personally visit our glazing 
contractor clients regularly. We 
learn what works and what  
doesn’t — from their perspective, 
not ours. The result is solutions  
that work — solutions tailored  
for the field — so jobs get done 
right the first time.

ENTRANCES

800-866-2227 3

FO
R

 R
E

FE
R

E
N

C
E

Narrow, Medium and Wide Stile Doors can be anodized or painted in any of our standard  
finishes plus an infinite number of blendable standard and custom colors. A wide variety of  
specialized hardware can be applied, including butt hinges, offset or center pivots, push bars,  
pull handles, locks and cylinders. The simple addition of a snap-in glazing pocket in the  
doorframe allows you to easily incorporate sidelights. Horizontal or vertical mid-rails are  
available in widths from ½" to 10".

Modified Narrow Stile  
1-3/4" x 2-1/8" Door with  
4” Bottom Rail; BP Beige  
Painted Finish, 1/4" Glass

Modified Entrance, Military Blue 
Painted Finish; Owner: RiverTown 
Crossings Mall, Grandville, MI; 
Tubelite Dealer: Storefronts Inc.

Tubelite Thermal Entrances are designed using the same  
durable components as our Standard Entrances for outstanding  
craftsmanship and strength, with the additional benefit of  
maximum insulating properties. The Medium Stile 4” and Wide  
Stile 5” face dimensions are designed for typical commercial use  
with a greater variety of hardware options. Bottom rail height is  
10” for accessibility requirements. Snap-in glass stops provide for  
1” glazing thicknesses.

Thermal Entrances are furnished with mortised butt hinges, offset pivots or continuous 
hinges as specified. Standard deadbolt locks, and concealed vertical rod or rim panic  
exit devices may also be selected. Standard pull handles have been designed for ADA  
access and have matching push bars. 

The Tubelite Thermal Door frame has snap-in door stops to conceal frame anchors  
and provide an excellent weatherseal. Open-back vertical door jambs allow easy, fast  
assembly with the screw-spline head member. Snap-in vertical frame closures easily  
accommodate addition of sidelights and incorporation with thermal storefront framing.

Therml=Block provides  
superior insulation  
through increased  
aluminum separation  
and air space, while  
also increasing  
strength and  
reducing stress.

MODIFIED ENTRANCES

THERMAL ENTRANCES

4 www.tubeliteinc.com

Therml=Block Thermal Entrances,
Choice One Bank, Newaygo MI

FO
R

 R
E

FE
R

E
N

C
E



When you need to create a dramatic point of entry, or 
match the architectural detail of a great design. Tubelite 
craftsmen can produce Narrow, Medium or Wide Stile 
doors built and finished to your specifications.

Designed to withstand heavy use in high-traffic areas, Tubelite  
Monumental Doors feature a section depth of 2" and minimum 
wall thickness of 3/16", increased at critical points to ¼" for added 
strength. Doors stiles are available in 3", 4-1/2" and 6" widths; top 
rails in 3-1/2", 4-1/2" and 6" heights; and bottom rails in 6" or 10" 
heights. Sightlines complement the bold features of institutional  
applications and heavy-duty hardware. Framing may be reinforced 
with steel and used with a continuous hinge for maximum strength 
and dependability.

Custom Entrance, 0A Clear  
Anodized; Big Rapids High 
School, Big Rapids, Michigan; 
Architect: GMB Architects; 
Tubelite Dealer: Valley Glass

Custom Entrance, Clear Anodized; Owner: Karmann Manufacturing, Plymouth, 
MI; Architect: DeMattia Group; Tubelite Dealer: Calvin & Company

Custom Entrance, Green Painted Finish; Project: Andrews Student 
Recreation & Wellness Center, Youngstown State University, 
Youngstown, OH; Architects: Strollo & Associates; General  
Contractor: Hively Construction; Tubelite Dealer: Warren Glass

Monumental Door, 3K Bronze  
Anodized Finish, 6" Wide Stile  
with 10" Bottom Rail.

THE SOLUTION
Our goal is simple —  
to be the most dependable 
supplier in the architectural 
aluminum industry.  
This means quality  
products; fast, reliable  
delivery; and ease of 
fabrication and installation. 
Tubelite has built its  
business around this goal.

CUSTOM ENTRANCES

MONUMENTAL DOORS

800-866-2227 5
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Our 4500 Series Storefront framing is ideal 
for a wide variety of interior or low-rise 
exterior applications. Profiles of 1-3/4" 
x 4-1/2" are designed for 1/4" to 3/8" 
exterior glazing, and can be assembled 
by screw spline or clip joinery. The roll-in 
gasket is easy to install at the interior and 
exterior of the glass. The 1-3/4" framing is 
compatible with Tubelite Narrow,  
Medium and Wide Stile Doors.

RESULTS
Tubelite provides clear  
specification resources,  
personalized customer service 
and products you can trust, 
delivered complete, correct  
and on time.

4500 Series Storefront, Red Painted Finish;  
Owner: Michigan Chamber of Commerce, 

Lansing, MI; Architect: Smith Group;  
Tubelite Dealer: Glass Design

4500 Series Storefront,  
0A Clear Anodized; Owner:  

The Factory – Bldg. 11;  
Architect: Edward Hotchkiss;  
Tubelite Dealer: Baker Glass

6 www.tubeliteinc.com

4500 SERIES STOREFRONT
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Proposal
2/16/2017
To: Project:
Bailey Edward Waiward Steel Offices in Alberta
35 East Wacker Drive suite 2800
Chicago, IL 60601 Phone: Fax: 
Omar Bailey 312-440-2300 312-440-2303

obailey@baileyedward.com
QUANTITY AMOUNT

1 EA

$4,986.00
Plus applicable tax.

ADD $1,200.00

Terms: 50% Deposit with Order / Balance Due Net 10 Respectfully Submitted,
FOB: Our Plant

Shipped Via: Best Way Tim Koehler
Delivery: Inquire Tim Koehler, Customer Solutions

Date of Acceptance:_________________________________________Signature ______________________________________

Appropriate internal supports, capable of withstanding the dead and live loads put 
upon them by the canopy, must be existing within the building structure.

Excludes lighting, raceways, conduit covers and/or miscellaneous electrical.

Additional charges may apply with paint colors selected outside the basic colors 
offered by Lawrence Fabric & Metal Structures. Metallic paint colors or those 
requiring additional product cost, preparation and/or clear coat will incur extra 
charges.

DESCRIPTION
Custom fabricated eyebrow-shaped aluminum canopy, measuring approx. 11 ft. 6 
in. wide x 1 ft. 6 in. high x 3 ft. 11 in. projection, consisting of a single piece roll-
formed and welded 2 in. square aluminum tubing frame, covered on the top and 
bottom with adhesive applied roll-formed .125 aluminum sheet. The front and ends 
of the canopy will be seamless. The canopy will be supported via five welded-on 
upper 3 x 3 x .250 x 3 in. wide aluminum angles at the rear of the canopy, and via 
three galvanized steel upper support rod assemblies with wall flange plates and 
attachment tabs. All exposed aluminum surfaces will be primed, and then painted 
with a two part polyurethane enamel finish. Fabrication drawings and delivery 
included. Site survey information and installation by others.    

OPTIONAL:  Structural engineering load calculations and 
stamped fabrication drawings.

NOTICE TO OWNER - Failure of this Contractor to pay those persons supplying material or services to complete this 
contract can result in the filing of a mechanics lien on the property which is the subject of this contract pursuant to 
Chapter 429 RSMo.  To avoid this result you may ask the Contractor for “lien waivers” from all persons supplying 
material or services for the work described in this contract.  Failure to secure lien waivers may result in your paying 
for labor and material twice.

Acceptance of Proposal – The above prices, specifications and conditions are satisfactory and are hereby accepted.  You are 
authorized to do the work as specified.  Payment will be made as outlined above.  (See reverse for complete terms).

Effective 9/1/2016, credit card payments will be charged a 2% convenience fee. 

_________________________________________ g ___________
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Search by product #

Back to Wall Luminaires

Products Applications Information Search Tools Partners

© Copyright BEGA-US 2017 All rights reserved

 Lamp ß Temp°C A B C D

66 655 EXPRESS  13W LED 19.5° 4 3/8 9 6 3/8 1 5/8

66 698 EXPRESS  18W LED 19.5° 6 11 3/4 7 7/8 1 5/8

66 696 (1) 20W T4 G8.5 MH 17° 4 3/8 9 6 3/8 1 5/8

66 697 (1) 39W T6 G12 MH 14° 6 11 7 7/8 1 5/8

Wall luminaires with single-sided light output

Designed to provide up or down lighting effects for interior and
exterior locations. 

Wall mounted luminaires with fully shielded light source. Die-cast
aluminum construction with clear tempered glass. 

Luminaires mount over custom BEGA 537 linear recessed wiring
box. This box can be shipped ahead of the luminaire.

See individual product page for driver and color temperature
information.

CSA certified to U.S. and Canadian standards.

Protection class: IP65

Finish: Standard BEGA colors.

Click product # for details



Report to the Appearance Review Commission 
from the  

Department of Community Development 
 

Case Number: 2017-AR-08 

 
Property: 3115-3119 Lake Avenue 
 

Zoning District: R2, Attached Residence District 
 

Petitioner: WWP HHI, LLC 
 

Request: The petitioner requests an Appearance Review Certificate to 
remodel the exterior of the existing townhomes including, new 
entry awnings, landscaping, fencing and site lighting. 

 

Applicable Provisions of 20-3.5, Appearance Review Commission Powers 
Ordinances: 20-5.7, Appearance Review Certificate 
 

Meeting Date:    March 6, 2017 
 
Date of Application: February 3, 2017 
 
Notices:    Certificate of Posting dated, February 9, 2017 
 
Report Prepared By: Lucas Sivertsen, AICP 
 Business Development Coordinator 
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Description of the Property 

The subject property is located in the R2, Attached Residence, Zoning District.  The surrounding uses 
include single-family homes to the north, and townhomes to the east, south, and west. 
 
Description of Request 

The petitioner requests an Appearance Review Certificate to remodel the exterior of the existing 
townhomes including, new entry awnings, landscaping, fencing and site lighting. 
 
The development includes ten townhome units located in two buildings.  The buildings are setback off 
the street behind the common garage.  The buildings face inward toward each other over a common 
courtyard.  Each unit is proposed to receive a new awning over the front entry.  The entire property will 
be landscaped.  Much of the existing shrubs will be removed, however, some will remain and some will 
be transplanted.   
 
New split-rail fencing is proposed at the front property line as well as the entrance to the townhomes 
from the parking lot.  An existing stockade fence around the perimeter of the property will remain and 
be repaired where needed.  Some of the existing shadowbox fencing in between units will be salvaged 
and reused.  Most of the existing shadowbox fencing in between units will remain. 
 
New building and site lighting will be installed.  The doors and first floor brick will be painted.  Color 
samples will be provided at the meeting. 
 
Action Required 

The Appearance Review Commission can grant an Appearance Review Certificate provided the applicant 
meets the following standards of review: 
 
Appearance Review Certificate Standards of Review 

 
1. All sides of a structure receive design consideration. 
 
2. If the side or rear of the structure faces a street, a residential use, or a property located in a 

residential zoning district, the exterior materials used on the side or rear are comparable in 
character and quality to the exterior materials used on the facade of the structure. 

 
3. Materials used in the construction and design of the structure are of durable quality. 
 
4. Mechanical equipment is located or screened so as not to be visible from surrounding streets 

and properties.  
 
5. The scale and placement of the structure on the site is appropriate to the proportion of the site 

covered by the structure and the location of the structure in relation to its lot lines. 
 
6. Building design and placement must take into consideration natural grade conditions, existing 

vegetation, and other natural features. 
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7. Excessive similarity or dissimilarity in design in relation to surrounding or adjoining 
structures is discouraged, including but not limited to building height, exterior materials, 
building mass, roof line, and architectural features. 

 
8. Design takes into consideration the relationship to the street and the pedestrian environment. 
 
9. Parking, storage, and refuse areas are located and screened so as not to negatively affect 

neighboring properties. 
 
10. Landscape is designed to maintain existing mature trees and shrubs to the maximum extent 

possible. 
 
11. Landscape provides an aesthetically pleasing design and, where applicable, provides for the 

screening of parking, storage, refuse, and utility areas from the street and adjacent residential 
properties. 

 
12. Selected plant materials shall be suitable to Wilmette’s climate and to their location on the 

site. The use of invasive species is prohibited. Invasive species shall be those included in the 
“Chicago Botanic Garden” list of “Invasive Plants in the Chicago Region.” 

 
13. Parking areas are designed to achieve efficient traffic flow and minimize dangerous traffic 

movements. 
 
14. Signs are of the appropriate design, color and placement to the structure, site and adjoining 

properties, in terms of materials, height, setback from the street, and proportion. 
 
15. Accessory structures, exterior lighting and fences, complement the overall structure and site 

design, in terms of materials, size, and architectural character. 
 
16. For new two-unit dwellings, review is limited to whether or not the proposed structure 

maintains the external appearance of a single-family dwelling. 
 
Case File Documents 

Location Maps and Plans 
 
2.1 Aerial Map 
2.2 Zoning Map 
2.3 Submittal Packet 
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Coatings for 

Concrete and Masonry9

PRODUCT HIGHLIGHTS

• Available in a broad range of colors and textures 

for design versatility

• Resists wind-driven rain, helps prevent water 

penetration into the substrate

• Breathable to allow water vapor to escape

• Excellent adhesion, bonds securely to substrate 

for long-term durability

• UV resistance provides excellent color retention 

for a long lasting attractive finish

• Excellent hiding power

• Textured formulations help improve aesthetics of 

irregular substrates

• Effective carbon dioxide diffusion barrier, 

protects embedded steel from corrosion

• Freeze/thaw resistant, suitable for cold climates

• Low VOC content for broad compliance across 

all regions

APPLICATIONS

• Exterior

• Vertical and overhead surfaces

• Above-grade

• Protecting and waterproofing

MasterProtect
® 

HB 400
Water-based, high-build, 100% acrylic waterproof coating
FORMERLY THOROCOAT®

 DESCRIPTION 

MasterProtect HB 400 is a water-based, high-build, 100% acrylic waterproof coating for above-grade 

concrete, masonry, stucco and EIFS.

PACKAGING 

5 gallon (18.9 L) pails

YIELD  

See charts on page 3

STORAGE 

Store in unopened containers in a 

clean, dry area. Keep from freezing

SHELF LIFE 

18 months when properly stored

VOC CONTENT 

Less than 100 g/L 

less water and exempt solvents

SUBSTRATES

• Concrete

• Masonry

• Cement plaster

• Stucco

• EIFS

• Existing Coatings

HOW TO APPLY

SURFACE PREPARATION

1. Surfaces should be clean and sound and free of 

all bond-inhibiting contaminants.

2. Concrete substrates should be fully cured.

3. Repair any holes, spalled and damaged 

concrete with appropriate Master Builders 

Solutions repair materials. Allow appropriate 

cure time prior to coating. 

4. Remove any protruding concrete accessories 

and smooth out any surface irregularities.

5. High-pressure power wash surface (or abrasive 

blast on hard, dense surfaces) to create a profile 

of SP 3, per ICRI Guide 310.2.

6. Some stains may require chemical removal. 

Neutralize any cleaning compounds used and 

rinse with clean water.

7. Check adhesion of old coatings according to 

ASTM D 3359, Measuring Adhesion by Tape 

Test Method A. 

8. Remove any blisters or delaminated areas and 

sand edges to smooth rough areas and provide 

transition to old paint areas.

Master Builders Solutions by BASF 

www.master-builders-solutions.basf.us

Technical Data Guide  Technical Data 

Composition 

MasterProtect HB 400 is a water-based, high-build, 

100% acrylic waterproof coating.

Compliances

• Alberta Transportation - Type 3 sealer

Test Data

PROPERTY  RESULTS  TEST METHOD

PROPERTY  RESULTS  TEST METHOD

PROPERTY  RESULTS  TEST METHOD

PROPERTY  RESULTS  TEST METHOD

Density, lbs/gal (kg/L) 11.4–12.4 (1.37–1.49) ASTM D 1475

Solids, %     ASTM D 5201 

 By weight 56.2 

 By volume 38

Viscosity, KU  102–110   ASTM D 562 (Stormer)

Density, lbs/gal (kg/L) 13.1–14.1 (1.57–1.69)  ASTM D 1475

Solids, %     ASTM D 5201 

 By weight 68.6 

 By volume 49

Viscosity, KU  117–125   ASTM D 562 (Stormer)

Gloss, gloss units <3  ASTM D 523

Density, lbs/gal (kg/L) 13.2–14.2 (1.58–1.70) ASTM D 1475

Solids, %     ASTM D 5201 

 By weight 69.9 

 By volume 50

Viscosity, KU  117–125   ASTM D 562 (Stormer)

Resistance to wind-driven rain  Meets requirement –  TT-C-555B 

  no water penetration

Accelerated weathering,  Passes  ASTM G 23, Type D 

5,000 hrs

Visual color change, Passes   ASTM D 1729 

5,000 hrs

Chalking,  Passes  ASTM D 4214  

5,000 hrs

Freeze/thaw resistance,  Passed   DOT Method A and B 

50 cycles

Water-vapor permeance, perms 13   ASTM D 1653

Moisture resistance,  Meets requirement:  TT-C-555B 

  no blistering, loss of adhesion,  

  or discoloration

MASTERPROTECT HB 400 SMOOTH

MASTERPROTECT HB 400 FINE

MASTERPROTECT HB 400 COARSE

MASTERPROTECT HB 400 SMOOTH

Technical Data Guide 

MasterProtect® HB 400



Test Data

PROPERTY  RESULTS  TEST METHOD

Salt spray (fog) resistance,  Passed  ASTM B 117  

300 hrs

Carbon-dioxide diffusion   PR EN 1062-6  

 R (equivalent air-layer thickness), ft (m)  1,318 (402) 

 Sc (equivalent concrete thickness),in (cm) 39 (100)

Flexibility,  No cracking  ASTM D 522 

1” mandrel 

Dirt pick-up, % 92.02; passed  ASTM D 3719 

after 6 months exposure

Sand abrasion resistance,  Passed  ASTM D 968 Method A  

at 3,000 L

Impact resistance, Passed   ASTM D 2794  

at 30 in-lbs

Fungus resistance No growth  ASTM D 3273 

  Meets requirement

Mildew resistance   Fed Spec. TT-P-29  

 Aspergillus oryzae, 7 days No growth  (Fed. Std. 141, Method 6152  

 Aspergillus niger, 21 days No growth  and 6271.1)

Surface burning characteristics    ASTM E 84  

 Flame spread  1 

 Smoke 4 

 Fuel contribution  7

Flash point, ° F (° C)  > 200 (93)   ASTM D 56 Tag Closed Tester

Test results are averages obtained under laboratory conditions. Reasonable variations can be expected.

MASTERPROTECT HB 400 SMOOTH, CONTINUED

Yield

TEXTURE  RATE,  WET FILM,  DRY FILM, 

 FT2/GAL/COAT (M2/L) MILS (MM) MILS (MM)

Smooth  75–100 (1.84–2.46) 22–16 (0.559–0.406) 8–6 (0.203–0.152)

Fine or Coarse 75–100 (1.84–2.46) 22–16 (0.559–0.406) 11–8 (0.279–0.203)

*Coverages are estimates for smooth, dense concrete. Coverages will vary on porous or textured surfaces.

9. Treat cracks greater than 1⁄32" with MasterProtect 

FL 746 or MasterProtect FL 748. Treat cracks 

larger than 1/4” as expansion joints and fill with 

appropriate Master Builders Solutions sealant.

10. New CMU must have a base coat of 

MasterProtect FL 749.

MIXING INSTRUCTIONS

1. Prior to use, mix MasterProtect HB 400 at slow 

speed with drill and mixing paddle to ensure 

uniform color and aggregate disbursement and 

to minimize air entrapment.

2. In multi-pail applications, mix the contents of 

each new pail into the partially used previous 

pail to ensure color consistency and smooth 

transitions from pail to pail.

APPLICATION

1. MasterProtect HB 400 is meant to be applied as a 

two-coat system, achieving a total dry-film thickness 

(DFT) of 12–16 mils (0.3 mm–0.4 mm).

2. Apply MasterProtect HB 400 by brush, spray, 

roller, or spray-and-backroll. Spray apply 

MasterProtect HB 400 Coarse for best results.

3. Maintain proper uniform wet-film thickness 

(WFT) during application to ensure the 

performance characteristics desired (see yield 

rates section).

4. Always work to a natural break and maintain a 

wet edge during application.

5. For uniformity of color and texture, application 

techniques must be consistent throughout  

the project.

Master Builders Solutions by BASF 

www.master-builders-solutions.basf.us

ROLLER

1. Use a quality ¾”– 1-1/4” nap roller cover.

2. Completely saturate the roller and keep it loaded 

with the coating to build the required mils. 

Never dry roll.

3. Cross roll, maintaining a wet edge, to achieve 

uniform thickness. Backroll in one direction for 

consistent appearance. 

SPRAY

1. Equipment is available for spraying all grades 

of MasterProtect HB 400. For fine and coarse 

textures, it is necessary to use a heavy-duty 

sprayer designed for the application of coatings 

that contain sand particles. Contact equipment 

manufacturer for further recommendations.

2. For smooth and fine grades, backrolling 

in one direction after spray application is 

recommended to achieve uniform texture and 

film thickness.

BRUSH

1. Application by brush is recommended only for 

small inaccessible areas, e.g., on touch-ups.

2. Use only a nylon brush.

DRYING TIME

Times assume 70° F (21° C) and 50% relative 

humidity.

To touch: 1–2 hours

To recoat: minimum of 6 hours

Lower surface or air temperatures and higher 

relative humidity will extend the drying time.

CLEAN UP

Clean all tools and equipment immediately 

with water. Cured material may be removed by 

mechanical means.

FOR BEST PERFORMANCE

• Do not apply when substrate or ambient 

temperature is 40° F (4° C) or below or is 

expected to fall below 40° F (4° C) within 24 

hours after application.

• Do not apply if rain is expected within 24 hours 

of application.

• Not for immersion service.

• Not intended for use as a horizontal traffic-

bearing coating.

• Apply a 4 by 4 ft (1.2 by 1.2 m) test area to 

verify acceptable color, texture and adhesion 

before proceeding with any project. The test 

method for measuring adhesion is ASTM D 

3359, Measuring Adhesion by Tape Method A. 

On the 0–5 scale, a minimum adhesion rating 

of 4A is required.

• Color formulas containing organic colorants are 

susceptible to fading in exterior applications. 

Refer to Technical Support for guidance.

• Do not thin the material.

• For professional use only; not for sale to or use 

by the general public.

• Make certain the most current versions of 

product data sheet and SDS are being used; 

visit www.master-builders-solutions.BASF.us to 

verify the most current versions.

• Proper application is the responsibility of the 

user. Field visits by BASF personnel are for the 

purpose of making technical recommendations 

only and not for supervising or providing quality 

control on the jobsite.

HEALTH, SAFETY AND ENVIRONMENTAL

 Read, understand and follow all Safety Data Sheets 

and product label information for this product 

prior to use. The SDS can be obtained by visiting 

www.master-builders-solutions.basf.us, 

e-mailing your request to basfbscst@basf.com 

or calling 1(800)433-9517. Use only as directed. 

For medical emergencies only,  

call ChemTrec® 1(800)424-9300.

LIMITED WARRANTY NOTICE 

 BASF warrants this product to be free from 

manufacturing defects and to meet the technical 

properties on the current Technical Data Guide, 

if used as directed within shelf life. Satisfactory 

results depend not only on quality products but 

also upon many factors beyond our control. BASF 

MAKES NO OTHER WARRANTY OR GUARANTEE, 

EXPRESS OR IMPLIED, INCLUDING WARRANTIES 

OF MERCHANTABILITY OR FITNESS FOR A 

PARTICULAR PURPOSE WITH RESPECT TO ITS 

PRODUCTS. The sole and exclusive remedy of 

Purchaser for any claim concerning this product, 

including but not limited to, claims alleging 

breach of warranty, negligence, strict liability 

or otherwise, is the replacement of product or 

refund of the purchase price, at the sole option of 

BASF. Any claims concerning this product must 

be received in writing within one (1) year from the 

date of shipment and any claims not presented 

within that period are waived by Purchaser. BASF 

WILL NOT BE RESPONSIBLE FOR ANY SPECIAL, 

INCIDENTAL, CONSEQUENTIAL (INCLUDING LOST 

PROFITS) OR PUNITIVE DAMAGES OF ANY KIND. 

 

 Purchaser must determine the suitability of the 

products for the intended use and assumes 

all risks and liabilities in connection therewith. 

This information and all further technical advice 

are based on BASF’s present knowledge and 

experience. However, BASF assumes no liability 

for providing such information and advice 

including the extent to which such information 

and advice may relate to existing third party 

intellectual property rights, especially patent 

rights, nor shall any legal relationship be created 

by or arise from the provision of such information 

and advice. BASF reserves the right to make any 

changes according to technological progress 

or further developments. The Purchaser of the 

Product(s) must test the product(s) for suitability 

for the intended application and purpose 

before proceeding with a full application of the 

product(s). Performance of the product described 

herein should be verified by testing and carried 

out by qualified experts.

Technical Data Guide 

MasterProtect® HB 400

© 2015 BASF Corporation  Form No.1019100  rev 09/15  

BASF Corporation 889 Valley Park Drive, Shakopee, MN 55379 Customer Service 1(800) 433.9517 

Construction Systems www.master-builders-solutions.basf.us Technical Service 1(800) 243.6739 
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